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FOREWORD

This report presents the results of a laboratory study conducted
by Valley Forge Laboratories under contract DTFH61-81-00037 to
evaluate the effectiveness of substituting kiln dusts derived ,
from the manufacture of portland cement or lime for hydrated lime
in lime-fly ash-aggregate (LFA) road base systems. It will be

of interest to materials and pavement design engineers.

This research study, sponsored by the Department of Energy, was
conducted to identify the physical, chemical and mineralogical
characteristics of kiln dusts indicative of their suitability
for use in the base system.

The results indicate that the majority of the kiln dusts react with
fly ash and aggregate to provide a base material with strength,
durability, dimensional stability and other engineering properties
equal to those of conventional LFA mixtures.

Sufficient copies of the report are being distributed by FHWA
Bulletin ‘to provide a minimum of one copy to each FHWA regional
office and two copies to each State highway agency. Direct
distribution is being made to the division offices.

L4 1

Richard E. Hay, D
Office of Engineef¥ing
and Highway Op fations
Research and Development

NOTICE

This document is disseminated under the sponsorship of the
Department of Transportation in the interest of information exchange.
The United States Government assumes no liability for its contents
or use thereof. The contents of this report reflect the views

~0of the contractor, who is responsible for the accuracy of the data
presented herein. The contents do not necessarily reflect the
official policy of the Department of Transportation. Thils report
does not constitute a standard, specification, or regulation.

The United States Government does not endorse products or
manufacturers. Trade or manufacturers' names appear herein only
because they are considered essential to the object of this document.
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EXECUTIVE SUMMARY

An 18-month Taboratory investigation was conducted in order to deter-
mine the effectiveness of substituting kiln dusts for hydrated 1ime in Time- -
fly ash-aggregate road base systems. This investigation was co-sponsored by
the U.S. Department of Energy and the U.S. Department of Transportation-
Federal Highway Administration as the first part of a two-phased program
designed. to evaluate the characteristics and performance of kiln dusts and
fly ashes. The second part of the program will involve a series of field
demonstration projects. |

Background Information

From 20 to 24 million tons per year of kiln dusts are generated during
the production of Time or Portland cement. Of this total, 18 to 20 million
tons are cement kiln dust, with from 2 to 4 million more tons of lime kiln
dust. These dusts are collected by cyclones, electrostatic precipitators,
and baghouses. Cyclones or multi-clones are primary collection systems used
to collect coarser size particles. Electrostatic precipitators and baghouses
are more highly efficient and are usually divided into compartments or stages,
with the first compartments capturing the relatively coarse particles and the
last compartments collecting the finer size particles. In most systems, it
is possible to separate the dust collected from different compartments within
the system.

At many cement plants, dust from one or more of the forward compartments
is returned to the kiln, while the remaining dust, usually from the rear com-
partments, is either disposed of or utilized in some way. Comparatively
1ittle of the dust produced by the Time industry is recycled or utilized.

The principal difference between various sources of lime kiln dust is the
type of Timestone burned in the kiln, either high calcium or dolomitic lime-
stone. '

In addition to fresh kiln dusts, there are well in excess of 100 million
tons of kiln dust in stockpiles. Most of this stockpiled material has been
in place for a number of years, is highly weathered, and may even be contami-
nated with other material. However, it is possible to condition kiln dusts
for a comparatively short period of time (perhaps up to several months) and
still utilize the conditioned material.

Research Approach

The following work tasks were performed during the Taboratory investiga-
tion:
« Task A - Select Materials for Laboratory Testing

« Task B - Characterize Kiln Dusts and Fly Ashes and Establish Optimum
Kiln Dust-Fly Ash Proportions

« Task C - Establish Optimum Mix Proportions for Kiln Dust-Fly Ash-
Aggregate Systems
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« Task D - Evaluate Engineering Properties of Kiln Dust-Fly Ash-
Aggregate Systems.

Selection of Materials

A total of 45 kiln dust samples were selected for inclusion in the test-
ing program, including 33 cement kiln dust samples and 12 lime kiln dust
samples. Of the 33 cement dust samples, 17 were from wet process plants and
16 were from dry process plants. Of the 12 Time dust samples, 7 were from
plants burning high calcium limestone and 5 were from plants burning dolomitic
limestone. Included in the 45 dust samples were 4 stockpiled samples, 3 from
cement plants and 1 from a Tlime producer. ‘

A11 fresh kiln dust samples were obtained by cement or lime company per-
sonnel using a standard procedure to provide 136.2 kilograms (or-300 pounds)
of a composite sample taken in equal daily sampling increments at random
times over a 15-day period of normal kiln operation. This resulted in rela-
tively consistent samples. ' '

A total of 18 fly ash samples were provided by ash marketing organiza-
tions or utility companies from 15 states. Included in these samples were 12
Class F fly ashes from the burning of bituminous coal; 5 Class C fly ashes
from the burning of sub-bituminous or lignite coal; and one fly ash from the
burning of a blend of bituminous and sub-bituminous coals.

Six aggregate samples were also obtained. These included a dolomitic
limestone, a calcitic limestone, a granitic gneiss, a siliceous sand and
gravel, a river sand, and an air-cooled blast furnace slag. With the excep-
tion of the river sand, the aggregate samples were graded according to gen-
eral requirements of base course -materials.

Characterization of Kiln Dust and Fly Ash Samples

The characterization testing of kiln dusts and fly ashes involved four
main aspects: ‘ ‘

1. Physical properties (particle size distribution, specific gravity,
Blaine fineness, and pH).

2. Chemical properties (major oxides, Toss on ignition, carbon and
carbon dioxide.

Mineralogical composition (major minerals and free lime).

4. Pozzolanic/hydraulic indices (mortar cube strengths for accelera-
ted and ambient curing conditions).

Key physical characteristics of kiln dusts are their particle size and
Blaine fineness. The main chemical components of kiln dusts are calcium
oxides, alkalies, sulfates, and Toss on ignition. The higher the Tloss on
ignition, the more carbonate is present and the less calcium oxides or sili-
cates are available for reaction. Free lime is the single most important
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mineralogical constituent, although residual cementitious compounds (sili-
cates and aluminates) in cement kiln dusts should also be considered. Accel-
erated 7-day cube strengths provide an indication of hydraulic reactivity.

Classification of Kiln Dusts

The most suitable means of classifying cement kiln dusts are the kiln
process and the degree of separation in the dust collection system. Four
groups of cement kiln dust are:

Group I - Dry Process - Total Collection
Group II - Dry Process - Separation
Group III - Wet Process - Total Collection
Group IV - Wet Process -~ Separation.

The major difference between lime dusts is reactivity, which is most
directly related to free calcium (or magnesium) oxide. A simple tempera-
ture rise test was performed as a measure of Time kiln dust reactivity. A
temperature rise of 20°C. (68°F.) was selected as the criteria for reactiv-
ity. Two groups of Time kiln dust are:

Group H - Moderately to Highly Reactive (above 20°C.)
Group L - Slightly Reactive (below 20°C.).

The hydration or slaking of the free lime in Group H dusts converts the
reactive Ca0 to calcium hydrox1de and is accompanied by considerable heat
release. .

Determination of Optimum Kiln Dust-Fly Ash Ratios

Optimum ratios for kiln dust-fly ash combinations were determined on the
basis of the strength development of test cylinders. Test specimens in this
phase of the program were prepared. in a .Carver Tlaboratory press mold, using
a standard molding procedure.

Kiln dust-fly ash control mixes were prepared with a typical Class F
bituminous coal fly ash (FA-16). These were compared with a control mix con-
sisting of one part by weight commercial high calcium hydrated lime and four
parts by weight of the same fly ash. Only 11 of the 45 kiln dusts exhibited
lower 7-day strengths than the Time-fly ash control mix. Similar control
mixes were prepared in which 76 percent by weight of each test sanmple con-
sisted of Ottawa sand, with the kiln dust-fly ash proportions remaining the
same. The kiln dust-fly ash mixes were compared with a similar control mix
using the same aggregate percentage and a 1:4 ratio of lime to fly ash. This
time, only 8 of the 45 kiln dust-fly ash mixes were 1ower in 7-day ‘strength
than the lime-fly ash sand control mix.

A total of 66 kiln dust-fly ash test mixes were prepared using at least
three different kiln dust-fly ash ratios for each test mix. Most of the
cement dust-fly ash mixes had an optimum kiln dust-fly ash ratic of 1:1.
Optimum strength for the lime dust-fly ash mixes occurred a]most equa11y at
1:17 and 1:2 kiln dust-fly ash ratios.
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The use of Class C fly ash results in much higher levels of initial
strength than Class F fly ash. Users of Class C fly ash should be cautioned
that special handling procedures, such as conditioning and stockpiling, may
be necessary prior to use. Placement and compaction of mixes containing
Class C fly ash should be done as soon as possible after mixing.

Killn Dust-Fly Ash-Aggregate Strength Development

A total of 24 fresh kiln dust samples (18 cement dusts and 6 Time dusts)
and four stockpiled dusts were chosen for analysis of kiln dust-fly ash mix
combinations with aggregate. All six aggregates and 11 of the 18 fly ashes
were also included.

The same kiln dust-fly ash combinations evaluated in the previous phase
of the testing were analyzed in combination with different aggrecates. At
Teast two aggregate types, Timestone and siliceous, were tested for every
mix combination. The levels of aggregate used were 76 and 82 percent by
dry weight of mix. Three or more kiln dust-fly ash ratios were investigated
for each mix combination. Triplicate samples were prepared for 7-day curing
at 23°C. (73°F.) and 38°C. (100°F.). A1l specimens were molded and compac-
ted in accordance with ASTM C593 requirements at optimum moisture conditions.

A total of 36 control mixes were tested, including 12 conventional 1lime-
fly ash-aggregate mixes and 24 kiln dust-fly ash-aggregate mixes. The type
of aggregate is influential in strength development, since only 3 of the 6
aggregates used in control mixes equalled or exceeded the ASTM C593 minimum
strength requirement. The kiln dust-fly ash-aggregate control mixes were
all prepared with the same fly ash (FA-16) and aggregate (granitic gneiss)
to compare the strength gain potential of each dust. Of the 24 fresh dusts
tested, only one cement kiln dust and one lime kiln dust sample could not
meet or exceed the ASTM C593 minimum strength requirement.

A total of 64 kiln dust-fly ash-aggregate mix combinations were also
tested. The most consistently high strength development was observed with
the Type I (dry total) dusts, followed by Type III (wet total) dusts. The
Type Il (dry separated) and Type IV (wet separated) dust mixes consistently
had the poorest strength development. A majority of kiln dust-fly ash-
aggregate mixes developed 7-day compressive strengths equal to in excess of
the strengths obtained from comparable Time-fly ash-aggregate mixes. The
7-day strength development of kiln dust-fly ash-aggregate mixes containing
Class C fly ash was considerably higher than that of similar mixes contain-
ing Class F fly ash.

When using cement kiln dusts, there is a strong indication that the
7-day compressive strength of kiln dust-fly ash-aggregate mixes is related
to the level of reactive oxides present in the cement kiln dust. The reac-
tive oxides are determined by the following equation:

Reactive Oxides = [(Ca0 + Mg0) - LOI] + Alkalis (Na,0 + K,0)
where the value of the alkalis is limited to a maximum of 6.

There is no direct correlation between free lime content or level of
reactive oxides with the 7-day compressive strength of kiln dust-fly ash-
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aggregate mixes containing lime kiln dusts. Special handling procedures,
including dan excess of slaking water during mixing, are necessary with the
use of reactive (Group H) lime dusts.

Kiln Dust-Fly Ash-Aggregate Engineering Properties

The long-term strength develcpment of kiln dust-fly ash-aggregate com-
positions is similar to that of lime-fly ash-aggregate. The kiln dust-fly
ash-aggregate mixes definitely gain strength with age and many such com-
binations are capable of developing very high compressive strengths. Al-
though the early strengths of mixes with Class C fly ash are usually higher
than those with Class F fly ash, their long term strengths (90 days or
more) are often comparable. : ’

Most kiln dust-fly ash-aggregate compositions are dimensionally stable
over extended periods, regardless of whether samples were submerged or
cured in a moist room. Volume changes were usually negligible or comparable
in magnitude to conventional Time-fly ash-aggregate compositions. Possible
exceptions are mixtures in which cement dust with a high sulfate content
(10 percent or greater) or reactive 1ime dust with a high free Time content
(20 percent or greater) are used in the mix. Test specimens containing
these types of kiln dust did exhibit considerable volumetric expansion.
Extreme caution is advised if considering using any high sulfate cement kiln
dust or any lime stack dust with a high free lime content.

Kiln dust-fly ash-aggregate test mixes showed excellent freeze-thaw
durability, except for two mixes in which a high sulfate, high alkali cement
kiln dust sample was used. As a general rule, cement kiln dusts having a
sulfate content equal to or greater than 10 percent should not be considered
or should be used with the utmost caution in a pozzolanic base system.
Except for high sulfate cement dusts, the use of kiln dust with fly ash and
aggregate produces extremely durable compositions which are quite comparable
to lime-fly ash-aggregate mixes.

Based on data developed from this study, it is evident that most kiln
dusts sampled and tested during this research program can be successfully
substituted for hydrated lime in conventional lime-fly ash-aggregate road
base systems. The ratio of kiln dust to fly ash is usually in the 1:1 to
2:1 range, compared to a normal lime to fly ash ratio of 1:4. A majority of
the kiln dust-fly ash-aggregate mixes tested developed high 7-day compres-
sive strengths. Because of higher early strength, it may be possible to
extend the normal construction season when using kiln dust-fly ash-aggregate
. mixes. Since each source of kiln dust is different, a complete testing pro-
gram is recommended in order to determine optimum mix proportions and con-
struction cutoff dates.
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1. PURPQOSE OF STUDY

The objective of this research, which is co-sponsored by the U.S. Depart-
ment of Energy and the U.S. Department of Transportation-Federal Highway Ad-
ministration, is to determine the effectiveness of substituting kiln dusts
from cement or lime production in place of hydrated lime in lime-fly ash-
aggregate road base systems.

The combined Department of Energy-Federal Highway Administration program
is a two-phased research investigation. The initial phase, described in this
report, is an 18-month laboratory study designed to evaluate a spectrum of
kiln dusts and fly ashes. The results of this phase of the program are pre-
sented in this report and will be used as the basis for the second phase,
which will involve a series of field demonstration projects. These projects
will be conducted in at least three different states located in various
‘regions of the country and will utilize materials combined in accordance
with mix design recommendations developed in this phase of the program.



2 . BACKGROUND INFORMATION

The manufacture of Time and cement are among the nation's most energy-
intensive industrial processes. These manufacturing processes not only re-
quire significant quantities of fuel, but also generate relatively large
amounts of fugitive dust emissions. These dusts represent a high initial
input of energy and often possess some of the characteristics of the cement
or 1ime raw feed materials. Consequently, they may constitute a prospective
source of raw material and, depending upon their composition, may also have
a number of potentially useful applications. This report discusses the gen-
eration, collection, distribution, and use of cement and Time kiln dusts,
with particular emphasis on utilization prospects as a highway road base
construction material.

2.1 Generation and Collection of Kiln Dusts

The majority of dust generated by the making of portland cement or hy-
drated 1ime is produced from the operation of kilns. Kilns are large,
cylindrical, rotating, inclined metal tubes, usually ranging from 8 to as
much as 18 feet in diameter and from 150 up to 500 feet in length. Typi-
cally, length to diameter ratios range from 30:1 to 40:1. At the lower end
of the kiln is the fuel burning section (fired by pulverized coal, gas, or
0i1), in which the temperature of the flame may be as high as 1815°C.
(3300°F.). Raw materials are fed into the upper end of the kiln and move
down the kiln toward the burner as the kiln rotates. As the raw materials
are heated and tumbled in the kiln, dust particles are created and are car-
ried with the exit gases out the upper end of the kiln. These gases are
cooled and the accompanying dust particles are captured by efficient dust
collection systems.

2.1.1 Production of Portland Cement

Raw materials used in the production of portland cement contain four
particular compounds: 1ime, silica, alumina, and iron oxide. Various com-
binations of limestone, shale, clay, sand, cement rock, marl, iron ore, or
other materials are used. These materials are ground together, usually to
200 mesh or finer, and, after blending, are ready for introduction to the
kiln.

The blended and ground raw materials may be added to the kiln either
as a dry mixture or as a water slurry. The wet process of cement manufac-
ture differs from the dry process only insofar as the raw materials are
ground and burned wet. In the wet process, water is added to the raw ma-
terials after crushing and prior.to grinding. In the dry process, the
raw materials are crushed, fed into a dryer, and then pulverized to a fine
powder consistency.

On entering the kiln, the raw materials (either wet or dry) undergo
two important series of chemical reactions:

1. Decomposition of carbonates of lime and magnesia into the oxides
of these two materials.



2. Recombination of these oxides with silica and alumina to form the
three essential compounds of Portland cement:tricalcium silicate,
dicalcium silicate, and tricalcium aluminate.

In the dry process kiln, about 25 percent of the kiln length is used
to heat the raw materials; 50 percent is utilized to drive off carbon diox-
ide, and 25 percent constitutes the clinkering zone. In a wet process
kitn, a somewhat greater percentage of the kiln length is required in the
first zone due to drying of the raw feed. (1)

2.1.2 Production of Lime

Lime, in the form of quicklime, is produced from crushed limestone
(either high calcium or dolomite) by calcination in a kiln. Almost 90 per-
cent of present 1ime production in the United States comes from rotary kilns,
which also produce the highest quality and most uniform lime product. Lime-
stone begins to decompose significantly at 900°C. (1,650°F.). Dolomite
begins to decompose at approximately 600 to 700°C. (1110 to 1290°F.). Cal-
cining temperatures can vary over a fairly wide range, depending on the kiln
type, desired lime product, and type of fuel used. Rotary kilns usually
operate at temperatures between 1,120 and 1,320°C. (2,050 and 2,400°F.).
Hard burned or dead burned Time broducts require kiln temperatures between
1,538 and 1,650°C. (2,800 and 3,000°F.). (2)

Other kiln types in use in this country are the vertical or shaft kiln,
the fluo-solids or fluidizing kiln, and the calcimatic or circular refrac-
tory kiln. Generally, these kilns do not generate as much dust as a rotary
kiln. It has been estimated that vertical kilns generate only 2 to 5 per-
cent as much dust per ton of lime as rotary kilns. (2)

2.1.3 Dust Collection

The amounts and characteristics of by-product dusts removed from the
exhaust gases at cement and Time plants depend on a number of factors. The
most influential of these factors are the characteristics of the raw feed
materials, kiln design and operation, fuel type, and the design of the dust
collection system. The nature of the finished product is a further consid-
eration having some effect on dust characteristics.. In cement manufacture,
the type of cement being produced may cause the source and proportioning of
raw materials to change, modifying the kiln dust composition. In the manu-
facture of lime, the major variable having an impact on the chemistry of

?hedresu1tant kiln dust involves the use of calcitic or dolomitic limestone
eed, :

The devices most commonly used for collection of dust particulate
emissions from cement and lime kilns are:

Cyclones :
Electrostatic precipitators
Baghouses.

~ In order to provide a basic understanding of these devices, the oper-
ating principles of each are briefly discussed.



Multiple cyclones are often used as the sole dust collection equipment
for small capacity vertical lime kiins. For rotary lime or cement kilns,
the peak collection efficiency of cyclonic systems range from 92 to 95 per-
cent, which is inadequate to meet current strict particulate emission stand-
ards. Coarser size dust particles from the gas stream are settled first by
centrifugal force in low velocity gas flow. As the velocity of the gas
stream is accelerated in the multiple cyclones, operating in parallel as a
composite unit, some of the finer dust particles are also separated. The
dust particles so collected settle into a chamber at the bottom of the
cyclone apparatus. In many lime and cement plants, multiple cyclones (some-
times referred to as multi-clones) are used as the primary collector to com-
plement more efficient collection systems and provide a pre-cleaned exhaust
gas.

Electrostatic precipitators are widely used for dust collection in the
cement industry, as well as for the collection of fly ash from the burning
of pulverized coal at electrical utility plants. They are normally capable
of collection efficiencies of 99 percent or higher. Electrostatic precipi-
tators operate by inducing an electrical charge in the area through which
flue gases flow and providing oppositely charged collection plates to
attract the charged particles in the gas stream. These particlies are attrac-
ted to and accumulate on the collection plates. At intervals, the electric
current to the collection plates is interrupted and the dust particles are
dislodged by means of hammers. The dust particles then fall into hoppers
and from there are conveyed to collection silos by means of screws, slides,
or gates. Most precipitators are divided into compartments or stages and
the dust collected in different stages can be separated.

Baghouses are structures containing a large number of fiberglass or
cloth bags with a very fine mesh texture. Baghouses are multiple modular
compartments with the capability of separating dust from different compart-
ments. Exhaust gases are sometimes cooled to a temperature of 260 to 371°C.
(500 to 700°F.) in order to not damage the bag fabric. The gases pass
through the baghouse by means of either forced draft or induced draft fans
and the dust particles are captured in the mesh of the collection bags.

The collected dust is periodically dislodged from the surface of the bags
by a shaking mechanism. The dust drops into a large V-shaped hopper and
~is discharged to a collection silo as described earlier. Baghouses re-
portedly achieve the highest consistent collection efficiency of all dust
control systems, sometimes approaching 99.9 percent efficiency. (2)

In addition to the above mentioned systems, some lime plants also use
wet scrubbers, which are highly efficient but produce a dust-laden slurry.
Some lime plants use a dry scrubber system, employing a fine mist instead
of a spray as in wet scrubbing. Another system in use at a few 1lime plants
is the gravel bed filter, consisting of multiple interconnected filter mod-
ules, each containing gravel particles in a horizontal bed. Dust is re-
moved from the filter by back flushing with air.

Rotary kilns have a large surface area and lose considerable amounts
of heat by radiation to the ambient air. To achieve improved thermal effi-
ciency, together with increased kiln capacity, a number of lime plants and
dry process cement plants employ preheater devices. These are of two basic



types (shaft or traveling grate), with the shaft type being the more effi-
cient. Preheaters employ a moving bed of granular feed solids which inter-
act with the hot kiln exit gases to elevate the temperature of the kiln feed
materials and, in some cases, achieve partial calcination prior to their
entry in the kiln. Although considerable fuel savings have been documented
using preheaters, some stones are too soft or decrepitate too readily for
them to be handled in a preheater without the formation of excessive dust.

In the cement industry, suspension type preheaters are operated with par-
tial bypass in order to reduce alkali circulation. (3)

2.2 Kiln Dust Production-Quantities and Locations

The annual production of portland cement in the United States is between
75 and 80 million tons. There are presently 163 operating cement plants in
41 states. (4) Lime production is approximately 20 million tons, produced
at 87 commercial lime plants and 75 captive lime p]ants in 30 states. (5)

At this time, it is estimated that the total annual combined production
of cement and 11me kiln dusts ranges from 20 to 22 million tons per year.
Of this total, 18 to 20 million tons are cement kiln dust, with appr0x1mate1y
2 million tons of 1ime kiln dust.

In the cement industry, the amount of dust generated represents from 10
to 20 percent of the raw material used in cement manufacture. Many producers
utilize all or a fraction of the dust produced at their plant as recycled raw
material where alkali levels of the dust are sufficiently low to permit re-
use in the kiln. Recycling of cement kiln dust may involve separation of the
dust from one -or more compartments within the dust collection system, or the
collection of the entire dust output from the system and its partial or total
reintroduction into the kiln. Therefore, cement kiln dust collection involves
either the total dust capture or the separation of some portion of the dust
- from forward compartments (those closest to the kiln) for the purpose of re-
cycling. Previous estimates indicate that approximately 6 to 10 million tons
of cement kiln dust are either recycled or utilized in some way, (6) result-
ing in approximately 8 to 12 million tons of waste cement dust annually.

In the lime industry, kiln dust generation has been found to average
approximately 76 tons per day per plant, or in excess of 1.8 million tons
per year. Over 75 percent of this dust is disposed of due to lack of read-
ily available markets. (7) Since very little dust is qenerated by vertical
kiln plants, the overwhelming maJor1ty of lime kiln dust is produced by
rotary kiln operations. (8) There is at this time 1ittle or no separation
or recycling of kiln dust within the Time industry.

In addition to freshly produced kiln dusts, there are many large stock-
piles of kiln dust throughout the country. Accumulations in these stockpiles
have been estimated to be well in excess of 100 million tons. These waste
heaps not only pollute the environment, but the aging or weathering process
results in contamination and diminished reactivity, further decreasing the
potential for recycling of the material in these stockpiles.

Figure T shows the locations of all operating cement and lime plants in
the United States. Of the 163 cement plants, over half are located in eight
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states (Alabama, California, Indiana, Michigan, Ohio, Pennsylvania, Tennessee,
and Texas). Other states having a concentration of cement producing operations
are Kansas, Missouri, and New York. There are 61 commercial lime plants in

30 states which have rotary kilns. Based on the Tocation of these rotary kiln
facilities, the states which appear to have the most available lime kiln dust
are Alabama, I1linois, Michigan, Missouri, Ohio, Pennsylvania, Texas and Vir-
ginia.(9) The major lime and cement producing states were primary choices dur-
ing the selection of kiln dust samples for testina.

2.3 Applications for Kiln Dusts

Although substantial quantities of cement and Time kiln dusts must be
disposed of each year, there is, nevertheless, a wide range of current and
potential uses for these materials. In the cement industry, the ideal use
is to recycle the kiln dusts back into the production cycle, wherever pos-
sible. Therefore, at many cement plants where alkali levels permit, all
or some portion of the kiln dust is returned to the kiln by 1nsuff1at1on
or combined with the raw feed.

Certain lime kiln dusts, because of high available 1lime content, are
very reactive in water and may be considered as possible replacements for
hydrated Time in certain applications.

A comprehensive review of the disposal and utilization of cement
kiln dusts was conducted by Davis and Hooks.(10) Many of the uses outlined
in this report are also applicable to lime kiln dusts. The range of poten-
tial and actual markets for kiln dusts include:

« Agricultural uses -

- Waste stabilization
e Filler materials

« Highway construction

2.3.1 Pozzolanic Road Base Materials

One of the most promising applications for the use of kiln dusts in
highway construction is in pozzolanic road base compositions,-involving some
form of 1ime-fly ash stabilization. These compositions are usually mixtures
of commercial hydrated 1ime, fly ash, and aggregate, combined with water in
the proper proportions and compacted to form a dense, stable mass. In some
- cases, portland cement is added to or used in place of hydrated lime in poz-
zolanic pavements.

A pozzolan is defined as "a siliceous or aluminous and siliceous mater-
jal which is in jtself chemically inert, and possesses little or no cementi-
tious value, but, when in a finely divided form and in the presence of water,
will react with calcium hydroxide at ordinary temperatures to form compounds
possessing cementitious properties.” (11)

The most commonly available pozzolan in use in the United States is fly
ash. Fly ash is the fine-grained particulate matter resulting from the com-
bustion of pulverized or powdered coal at utility power plants. Fly ash is



recovered from boiler flue gases by means of electrostatic precipitators or
mechanical collection systems. It is estimated that between 50 to 60 million
tons of fly ash are collected annually at a total of 402 coal-burning power
plants located in 41 states. By 1990, it has been projected that over 100
million tons of fly ash will be produced annually.(12)

The locations of all existing coal-fired power plants in the United
States are shown in Figure 2. From this map, it is evident that there is a
concentration of plants along the Ohio River and the Great Lakes. The six
largest ash-producing states are Ohio, .Pennsylvania, I11inois, Indiana, Ken-
tucky, and West Virginia. The fly ash collected annually in these six states
is nearly half of all the f]y ash generated each year throughout the entire
United States

Because kiln dusts contain some calcium oxide or unreacted Time, they
may be used in‘'place of hydrated lime or Portland cement as a pozzolanic road
base material. Recognizing this, patents have been issued by the U.S. Patent
Office for the use of cement kiln dust and lime kiln dust as a component of
pozzolanic base course compositions. (14, 15) As of this time, at least
thirty test sections have been placed in seven different states to investigate
the field performance of kiln dust-fly ash-aggregate base mixtures. (16)

2.3.2 Nature of Pozzolanic Reactions

The reactions that occur in the lime-fly ash-water system to form
cementitious compounds are complex. According to Minnick (17), these reac-
tions involve various combinations of hydrated calcium and/or magnesium with
amorphous (glassy) silica and/or alumina in the presence of water to form
tobermorite (calcium or magnesium silicate hydrates), ettringite (tricalcium
aluminate trisulfate), and the low-sulfate form of sulfoaluminate (tricalcium
aluminate sulfate). The f0110w1ng equations are indicative of the possible
reactions that may occur in a pozzolanic system:

H20
RO ——— R(0H) >
HzO'COz
RO ———— 3 RCO; + H,0
C0;
R(OH) ,———» RCO5 + H,0

H20
R(OH), + Si0, ——> x RO«ySi0, zH,0
H,0
R(OH), + AT,03 ——> X RO-yA1,03-2H,0
H.0 '
R(OH), + A1203 + S102.___9 X RO-yA1,053 zSi0, wH,0

H.0
R(OH)2 + SO3 + A]an —*—? X RO'yA1203‘250q WH20'

where R represents either calcium (Ca++) or magnesium Mg++) or
combinations of these ions.
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The amorphous glassy materials in fly ash are the constituents that re-
act to form complex silicates and aluminates. The strength developed as a
result of the pozzolanic reaction depends on the quantity of cementitious
materials produced, which is influenced by the ability of the silica in the
system to enter into solution. Essentially, the crystalline or quartz form
of silica is insoluble within the normal range of temperatures, so that only
the amdrphous or glassy silica is able to enter into the pozzolanic reaction.

In the silica-calcium hydroxide-water system,.the effect of the calcium
hydroxide on the pH of the solution must be considered. The pH has little
effect on the solubility of the silica below a pH of approximately 9, but, as
the solution becomes more basic, the solubility increases rapidly w1th in-
creasing alkalinity.(18) The rate of solubility of the silica is also influ-
enced by its particle size, surface area, and bound water content. It has
been noted that when a significant quantity of lime is added, the pH of the
mixture is elevated to approximately 12.4, ‘which is the pH of saturated lime
water.(19) ,

The type of 1ime has an effect on the pozzolanic reaction. If high cal-
cium quicklime is used, the calcium oxide will convert to calcium hydroxide
and will react the same as calcium oxide, except for the added heat of hydra-
tion and the additional reactive constituents. The presence of magnesium
oxides and hydroxides in dolomitic 1ime results in an even more complex poz-
zolanic reaction mechanism. (20)

The pozzolanic reactivities of different fly ashes are quite variable.
The following factors are indicative of good pozzolanic reactivity:

« A fairly high percentage of fly ash particles passing the No. 325
(45 micron) sieve or relatively high surface area.

« Increased Si0,, Si0, + A1,05, or Si0, + A1,0, + Fe,0,
« Low carbon content or loss on ignition.
. Increased alkali contents.(21).

A wide variety of aggregates have been used to produce pozzolanic stabil-
jzed base materials. Well-graded aggregates usually require the least amount
of total 1ime and fly ash for effective stabilization, while poorly graded
aggregates normally require more lime and fly ash than rounded aggregates.
Generally, the lime and fly ash ccnstitute about 15 percent by weight of the
total mixture, with the ratio of 1ime to fly ash in the range of 1:3 to 1:4.
Also, the moisture content of the mixture should be sufficient for the pozzo-
lanic reactions to occur and should also produce the highest possible density
at a given compactive effort.(22)

2.3.3 Nature of Portland Cement Hydration Reactions
Hydration of calcium silicates plays an essential role in the hardening
of Portland cement. Two calcium silicates, tricalcium silicate (C,S) and

dicalcium silicate (C»S) constitute about 75 percent by weight of Portland
cement, with tricalcium silicate (C3S) being the most predominant. In their
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hydration reactions, both of these silicates produce a calcium silicate hy-
drate referred to as tobermorite gel, which is the major component in the
setting and hardening of Portland cement paste. In the hydration reaction,
C,S reacts much more slowly with water than does C3S. Neither of these cal-
cium silicates is a pure compound, each possibly containing small amounts of
A1,03, Mg0, or other impurities. Therefore, the tobermorite gel involves a
series of hydrates having continuously varying compositions.

The cement1ng properties of tobermorite gel are caused by ionic forces
residing in the surfaces of the constituent materials. The magnitudes of
these forces depend on the nature and extent of the surfaces involved. Thus,
the composition and specific surface area are two of the most important prop-
erties of the tobermorite gel. (23)

The factors most influential in affecting the hydrat1on of Port]and
cement are:

« The presence of uncombined Ca0 and Ca(OH), in hydrated and unhy-
drated calcium silicates and whether the Ca(OH), is in a crysta111ne
or amorphous form.

» The Ca0/Si0, ratio in the tobermor1te gel, which depends on the con-
centration of Time in solution. C : :

+ The water of hydration or H,0/Si0; ratio in the tobermorite gel.
» The specific surface area of the tobermorite gel. (23)

In addition to the formation of tobermorite gel, the hydration of Port-
land cement also involves the formation of various crystalline forms of cal-
cium aluminate hydrates from tricalcium aluminate (CsA). At least four or
five different calcium aluminate hydrate compounds may be formed during the
hydration of portland cement. Each of these :compounds assumes a unique
crystalline form involving a different amount of hydrate. Other calcium
aluminate hydrate compounds involved in cement chemistry contain varying
amounts of either-su]fate carbonate, a]ka11, or -chloride anions.

Introduct1on of f]y ash to cement1t1ous react10ns is advantageous, inso-
far as the silica and alumina in the fly ash are free to react with Tiberated
calcium oxide (Ca0) from the hydration of portland cement as a pozzolanic
reaction. The American Society for Testing and Materials (ASTM) divides fly
ash into two distinct classes: Class F-and Class C. Class F fly ash results
from the burning of anthracite or bituminous coal, while Class C fly ash re-
sults from the burning of lignite or sub-bituminous coal. (24) In essence,
Class F fly ashes are "low Time" ashes with a Ca0 content usually Tess than 5
percent, while Class C fly ashes are "high 1ime" ashes with a Ca0 content up
to 30 percent. Most of the Ca0 in "high lime" fly ashes is present in a com-
bined state with silicates and aluminates and is not free to react with other
constituents. Although the amount of free lime (or uncombined Ca0) is gener-
ally less than 2 percent in most Class C fly ashes, many of these "high Time"
ashes are hydraulic as well as pozzolanic and develop strength rap1d1y when
mixed with water (25) ‘
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3. RESEARCH APPROACH

To accomplish the contract objective, the following tasks were performed
in this study:

1. Task A - Select Materials for Laboratory Testing.

2. Task B - Characterize Materials and Establish Optimum Kiln Dust-
Fly Ash Properties.

3. Task C - Establish Optimum Mix Proportions for Kiln Dust-Fly Ash-
Aggregate Systems. a

4. Task D - Eva]uate.Engineering Properties of Kiln Dust-Fly Ash-Aggre-

gate Systems.

Throughout much of the program, these tasks were carried out indepen-
dently, although at times two or more work tasks were performed concurrently,
particularly in those instances where a number of material samples were
delivered at different times than others. In general, the information devel-
oped or results obtained in each task affected the procedures to be employed
in successive tasks.

The following paragraphs discuss briefly the basic approach employed in
each of the previously mentioned work tasks. Other sections of this report
present a more comprehensive description of the work performed and the test
results obtained in each of the work tasks.

3.1 Task A - Select Materials for Laboratory Testing

A total of 45 samples of kiln dust representing typical by-products
from the manufacture of Portland cement and hydrated lime were selected
for testing. These samples were representative of various operating condi-
tions affecting dust composition and reactivity, such as kiln type, raw
feed variations, dust collection techniques, and handling or disposal prac-
tices. .

In addition to kiln dust, 18 samples of fly ash were also obtained,
representing a variety of ash products that are available throughout the
United States. Factors that were considered in the selection of fly ash
samples included type of coal, coal source, and power plant location.

Aggregate materials, representative of a number of basic aggregate
types, were also included in the sampling program. Aggregate samples
selected were representative of calcareous, siliceous, and granitic rock
types, as well as a blast furnace slag material.

3.2 Task B - Characterize Kiln Dusts and Establish Optimum Kiln Dust-Fly
Ash Proportions

In this task, laboratory analyses were performed on representative
fractions of each kiln dust and fly ash sample to identify physical, chemical,
and mineralogical properties considered suitable for prediction of reactivity.
Based on characterization test results, selected kiln dust and fly ash samples
were combined in order to establish optimum kiln dust-fly ash proportions

12



on the basis of strength development.

A series of control mixtures were prepared and tested to evaluate the
relative strength of different kiln dusts. Test specimens for each kiln dust
- sample were molded which contained the kiln dust in one of the following con-
ditions:

« As kiln dust alone ,

« Blended with a typical Class F fly ash

« Blended with Ottawa sand and a typical Class F fly ash.

Each kiln dust was also combined with one or more fly ashes 10cated,
within a reasonable distance in the same geographical region to prepare
specimens for compressive strength testing. The strength values from all
kiln dust-fly ash combinations were evaluated and used to select representa-

tive kiln dust and fly ash samples for testing in combination with d1fferent
aggregates in the next phase of the test program. : ‘

3.3 Task C - Establish Optimum Mixture Proportions for Kiln Dust-Fly Ash-
Aggregate Systems

Selected kiln dust and fly ash samples from the previous work task
were combined with different aggregates in various mix proportions in order
to evaluate the 7-day, 100°F. (38°C.) strength development of each test mix
in terms of:

« Kiln dust-fly ash ratio

« Percentage of aggregate in the mix -
- Type of aggregate

« Curing conditions.

The compressive strength of all test mixes was determined. Control
mixes were also prepared and tested for strength development. The strength
values of all mixes were evaluated and used to select optimum formulations

from a number of material combinations for testing in the final phase of
the program.

3.4 Task D - Evaluate Engineering Properties of Kiln Dust¥F1y Ash Aggre-
gate Systems

The optimum strength proportions from the kiln dust-fly ash-aggregate
combinations chosen in the previous task were further analyzed to determine
other engineering properties such as:

+ Moisture-density characteristics
« Long-term compressive strength

» Durability

» Volume Stability

13



+ Autogenous healing.
+ Resilient modulus.

The engineering properties of each selected mix combination were eval-
uated in terms of previous strength data from Task B and Task C mixes for
each kiln dust and fly ash sample in this phase of the test program.

The technical data forthcoming from this investigation is based on a
comprehensive sampling and testing program involving a substantial number
of kiln dust, fly ash, and aggregate samples. The Tlogic of the testing
sequence relies upon an ongoing selection of representative materials and
combinations of materials so that the total number of testing variables can
be systematically reduced as the program proceeds from one task to the next.
In this way, factors such as material composition, reactivity, and geograph-
jcal location can be continually accounted for while the laboratory evalua-
tion proceeds with a manageable number of samples at each level of testing.

Figure 3 is a graphical portrayal of the testing sequence involved
in this investigation. This figure depicts the total number of material
samples involved in the initial sampling:and how these samples are handled
and reduced in stepwise fashion as each of the work tasks progresses. A
more detailed description of the sampling and testing procedures employed
in selecting and evaluating these materials is contained in the following
chapters.

14
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4. SELECTION OF MATERIALS FOR TESTING PROGRAM

The initial work task concerns the selection of material samples for
use in the kiln dust-fly ash testing program. A wide variety of kiln dust
and fly ash materials were sampled for use in Taboratory testing, together
with a number of typical aggregate types. The objective of this phase of
the study was to select and obtain samples of kiln dust and fly ash that
were representative of the broad spectrum of such materials that would be
potentially available for use in pozzolanic road base systems.

4.1 Kiln Dust Sampling

.The following factors were con51dered in the selection of repre-
sentative kiln dust samp]es

Geographical Tocation

KiTn type and operation

Fuel type(s)

Variations in raw feed mater1a1s

Dust collection system

Dust recycling procedures (if any)

Disposal or storage practices

Number and size of cement or lime compan1es

Prior to the se]ection of actuai.samp]inq sites, a review was made
of available literature or data pertaining.to Tocations, collection tech-
niques, and characteristics of kiln dusts from the production of either
portland cement or lime. The literature review was enhanced by publications
from and discussions with representatives of such trade associations as the
Portland Cement Association, the National Lime Association, and the American
Pozzolanic Concrete Association. Based on the literature review and follow-
up discussions with trade association representatives, candidate 1ocat1ons
were se1ected for the sampling of kiln dusts.

4.1.1 Cement Kiln Dust Samples

Table 1 is an alphabetical Tisting of the company, plant location, kiln
type and fuel used for each source of cement kiln dust obtained during the
sampling program. Figure 4 is a map of the United States showing the loca-
tions of these cement kiln dust samples. A total of 33 cement dust samples
were received, representing 20 different cement companies. Included among
these 33 samples are three ‘samples of stockpiled kiln dust. - Of the 33 cement
‘dust samples, 17 are from wet process plants and 16 are from dry process
plants. The overwhelming majority of the samples (28) are from coal-fired
cement plants, although two samples are from gas-fired plants and three other
samples were obtained from plants using coal as a primary fuel, with either
gas or oil as the auxiliary fuel.

4.1.2 Lime Kiln Dust Samples

Table 2 lists the company, plant Tocation, kiln type, type of T
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SOURCES OF CEMENT KILN DUST SAMPLES

Cement Company

Atlantic Cement
Columbia Cement
General Portland
General Portland
General Portland
Gifford-Hi11 Company
Gifford-Hill Company
Ideal Basic Industries
Ideal Basic Industries
Ideal Basic Industries
Kaiser Cement

Keystone Cement

Lehigh Cement

Lehigh Cement

Lone Star Industries
Lone Star Industries
Lone Star Industries
Marquette Cement
Martin Marietta

Martin Marietta

Medusa Corporation
Monarch Cement
National Gypsum
Northwestern States
Oregon Portland

River Cement

‘Santee Cement

South Dakota Cement
Texas Industries
Texas Industries

Table 1

Plant Location

Ravena, New York
Zanesville, Ohio
Chattanooga, TN
Paulding, OH
Tampa, Florida
Clarkdale, Arizona
Oro Grande, Calif.
Ada, Oklahoma
Castle Hayne, NC
Florence, Colorado
Lucerne Valley, CA
Bath, Pennsylvania
Mitchell, Indiana
Union Bridge, MD
Dixon, I11inois
Houston, Texas
Roanoke, Virginia
Neville Island, PA
Atlanta, Georgia:
Calera, Alabama
York, Pennsylvania
Humboldt, Kansas
Alpena, Michigan
Mason City, Iowa
Lake Oswego, Oregon
Festus, Missouri
Holly Hill, S.C.
Rapid City, S.D.

Artesia, Mississippi

Midlothian, Texas

Kiln

Process  Fuel Type
Wet Coal
Wet Coal
Wet Coal
Wet Coal
Wet Coal
Dry Coal
Dry Coal
Wet Coal
Wet Coal
Wet Coal & 0il
Ory - Coal
Wet Coal
Dry Coal
Dry Coal
Dry* Coal
Wet Gas
Dry* Coal
Wet Coal
Dry Coal
Dry Coal
Wet Coal
Dry* Coal & Gas
Dry Coal
Dry Coal
Wet Coal & 0il
Dry Coal
Wet Coal
Wet Coal
Wet Gas
Wet

*One or more kilns equipped with a suspension preheater.

NOTE:

Coal

Source listing is alphabetical and does not correspond with coding

of test samples.
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11.

*Produces a dead-burned dolomite product.

NOTE:

0w ~N O T mw D

Lime Company

J.E. Baker Company

Bethlehem Mines
Chemical Lime
Dravo Lime

Flintkote Company
Flintkote Company
Kaiser Refractories

Marblehead Lime

Martin Marietta
Mississippi Lime

Pfizer, Inc.

Table 2

SOURCES OF LIME KILN DUST SAMPLES

Kiln
Plant Location Type
York, PA Rotary*
Annville, PA Rotary
Clifton, TX Rotary
Maysville, KY Rotary
Grantsville, UT Rotary
Nelson, Arizona Rotary
Natividad, CA Rotary
South Chicago, Rotary

I[Tlinois

Woodville, OH Rotary
Ste. Genevieve, Rotary

MO
Adams, MA

19

Fluosolids

Type of

Limestone Fuel Type
Dolomitic Coal
High Calcium Coal
High Calcium Coal
High Calcium Coal
Dolomitic Coal
High Calcium Coal
Dolomitic 0i1 & Gas
High Calcium Coal
Dolomitic Coal
High Calcium Coal
High Calcium 0i1l

Source listing is alphabetical and does not correspond with coding
of test samples.



stone burned, and fuel used for each source of 1ime kiln dust obtained dur-
ing the sampling program. The Tocations of these 1ime kiln dust samples
are also shown in Figure 4. A total of 12 lime dust samples were received,
representing 10 different 1ime companies. There is also one stockpiled
kiln dust among the 12 Time dust samples. Eight Time dust samples are from
kilns which produce high calcium 1ime, while four samples are from kilns
which produce dolomitic 1ime, Nine of the dust samples were obtained from
coal-fired plants, with the remaining three dust samples obtained from
plants which burn o0il as the primary kiln fuel.

4.1.3 Summary of Kiln Dust Sampling

Geographically, the United States was subdivided into three different
regions:

Region I - Northeast and Great Lakes

Many states in this region are familiar with pozzolanic pavements,
particu]ar]y I1linois, Ohio, and Pennsylvania. Most states in this region
do experience severe winter weather with a relatively high number of freeze-
thaw cycles.

Region II - Southeast

Very few states in this region are familiar with pozzolanic pavements.
Most states in this region experience more moderate winter temperatures with
comparatively less cyclic freezing and thawing.

Region III - Midwest and Far West

Most states in this part of the country (west of the Mississippi River)
are not very familiar with pozzolanic pavement technology, with several
notable exceptions (Arizona, Missouri, North Dakota, and Texas). This region
has high potential for use of pozzolanic pavements because of the increasing
availability of Class C (western) fly ashes. A wide variety of temperature
conditions are found in this region, from bitterly cold winters in Minnesota
to blistering summers in Arizona.

The geographical boundaries of these three regions, as shown in Figure
4, encompass principally the Mississippi River, the Ohio River, and the
Mason-Dixon Line. There are a total of 14 states in Region I, 12 states in
Region II, and 22 states in Region III.

During the selection of kiln dust samples, a conscious effort was made
to achieve a fairly even geographical distribution of these samples, inso-
far as it was practical to do so. A study of Figure 4 reveals that the
kiln dust samples for this program were obtained from 28 states throughout
the entire country. -

0f the 33 cement kiln dust samples collected in this program, 11 were
obtained from Region I, 9 from Region II, and 13 from Region III. Of the
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12 Time kiln dust samples collected in this program, 6 were obtained from
Region I, 1 from Region II, and 5 from Region III. OQut of a total of 45
kiln dust samples, 17 were obtained from Region I, 10 were from Region II,
and 18 were from Region III.

The following table summarizes the random distribution of the dust
sampling phase of this program.

No. of No. of No. of No. of :
States States Cement . Lime Total No. of
Region in Region  Sampled Dust Samples  Dust Samples Dust. Samples

I 14 7 11 6 17
II 12 10 9 1 10
111 22 n 13 5 18

TOTAL 48 28 33 12 45

4.1.4 Kiln Dust Sampling Procedure

The main concern during the sampling phase of this program was to obtain
a representative sample of each material in sufficient quantity for testing.
It was initially determined that 136.2 kilograms (300 pounds) of kiln dust
would be required from each sampling location in order to provide a suffi-
cient sample for evaluation throughout the entirety of the testing program.
"Although the number of dust samples to be tested were decreased in the later
stages of the program, the dusts that were to be evaluated in Tasks C and D
were not known during initial sampling. Therefore, with few exceptions, the
maximum required amount (approximately 300 pounds) of kiln dust was obtained
from each sampling source. '

To assure that each dust sample was as representative as possible, a
special sampling procedure was developed and used. A1l dust sampling was
performed by operations personnel of the respective cement or 1ime companies.
At each plant Tocation, individual grab samples of 9.08 kilograms or 20
pounds each were obtained over a 15-day sampling period. Each sample was
taken from the same location within a respective plant's dust collection and
disposal system, usually at the discharge point where waste dust is unloaded
for final disposal. It was reasoned that waste dust samples obtained at a
plant's discharge point would generally be indicative of the type of dust
that a particular plant would make available for a prospective user.

The sampling procedure stipulated that individual 20-pound grab samples
‘be obtained once a day for 15 consecutive days and be taken at a random time
each day. Each individual sample was placed into a double sealed plastic
bag. No dust sample was taken during any kiln upset period (start-up or
shutdown), and all grab samples were taken only during times of normal kiln
operation. A copy of the sampling procedure is included in the Appendix.
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A11 fifteen individual 20-pound grab samples were packed into ‘a single
container, normally a 208 liter (55-gallon) steel drum, and shipped to Val-
ley Forge Laboratories. Small companion samples were taken at many of the
plants and were chemically analyzed to provide an indication of the degree
of dust varjation at an individual cement or Time plant over the 15-day
sampling period of normal kiln operation. Once the individual grab samples
were received, they were blended into one composite sample, which was then
used for subsequent Taboratory testing.

There were, of course, several instances in which less than a 136.2
kilograms (300 pound) total sample of kiln dust was obtained, or where fewer
than 15 individual grab samples were provided. These instances usually in-
volved one or more of the following conditions:

» An unexpected and prolonged kiln shutdown period partway
through the dust sampling program.

- Extensive recycling of kiln dust at a particular plant, result-
ing in comparatively small quantities of waste kiln dust.

« Reduction in sample size due to some plants being unable to
conduct dust sampling over a 15-day period.

« Obtaining a sample of stockpiled kiln dust from selected
plants having large dust stockpiles. The stockpiled dust
sample usually involved 90.8 to 136.2 kilograms (200 to
300 pounds) of dust, but the number of individual grab
samples was genera11y ten or less.

- A total of four stockpiled dust samples were received. Three of the
stockpiled dust sampies were from cement plants, one was from a-lime plant.
Two of these stockpiled dust samples, one a cement dust and one a lime dust,
were provided in 18.9 liter (five-gallon) containers. Two other cement kiln
dust samples and one other Time dust sample were also shipped in five-gallon
containers. Of the 45 dust samples, therefore, a total of five represented
single grab samples. The remaining 40 material sources were composite sam-
ples that were taken over a 15-day period in accordance with the sampling
procedure developed for this program.

A1l kiln dust samples are identified by code number throughout the
entire testing program in order to assure confidentiality with respect to
the origin and properties of each dust source. All cement kiln dusts are
identified by the prefix "CD", followed by the sample number. A1l Time
kiln dusts are identified by the prefix "LD", followed by the sample num-
ber. A1l dust samples were assigned code numbers based on the chronological
order in which they were received. All laboratory test data pertaining to
individual kiln dust samples is 1dent1f1ed and presented in this report only
according to code number.

4.2 Fly Ash Samp]ing

The following factors were considered in the selection of representa-
tive fly ash samples:
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« Geographical location

« Type and sources of coal burned

- Utility company

» Power plant operating characteristics

+ Ash marketing organization

« Prior use of ash in pozzolanic pavement.

Prior to the selection of fly ash sampling locations, a review was
made of available literature or data pertaining to coal-fired power plant
Tocations, operating characteristics, fuel consumption patterns, and fuel
sources. Special advice and assistance was also provided by the National
Ash Association and knowledgeable utility waste marketing consultants re-
garding prospective sampling Tocations. Based on a review and evaluation
of the information provided from these various sources, candidate locations
were selected for the sampling of fly ashes.

4.2.1 Summary of Fly Ash Sampling

A total of 18 fly ash samples were collected for evaluation in the
testing program. Although the main purpose of this investigation is to
evaluate kiln dusts as pozzolanic road base materials, it is also important
to match the kiln dust samples with a sufficient number and variety of fly
ashes to effectively cover the spectrum of available ashes which could con-
ceivably be used in such combinations. Therefore, efforts were made to
obtain fly ash samples from the burning of bituminous, subbituminous, and
lignite coals. At Teast one fly ash sample was obtained from each of the
top five ash producing states. Of the ten states burning the most utility
coal, fly ash samples were obtained from power plants in eight of these
states. A conscious attempt was also made to achieve an overall geographi-
cal distribution of the fly ash samples obtained for this program.

Table 3 lists the utility company, power plant name and location,
and the type of coal burned at each of the 18 locations where fly ash sam-
ples were obtained for use in this testing program. Figure 5 is a map of
the United States showing the Tocations where these fly ash samples were
collected, Of the 18 fly ash samples, 11 are Class F fly ashes from the
burning of bituminous coal; 1 is a Class F western bituminous coal fly ash;
4 are Class C fly ashes from the burning of sub-bituminous coal (including
one by-product from a dry scrubbing system), 1 is a Class C fly ash from
the burning of lignite coal, and 1 is a fly ash from the burning of a blend
of bituminous and sub-bituminous coal (probably a Class C fly ash).

In most cases, fly ash sampling was arranged through the efforts of the
National Ash Association with reputable ash marketing organizations. This
was done to assure that ash samples of consistent quality with generally
- predictable characteristics were incorporated into the testing program.

4.2.2 Fly Ash Sampling Procedure

For the fly ash sampling, it was considered important to obtain a suf-
ficient quantity of fly ash representative of the ash material normally being
generated at a particular power plant. Preliminary computations indicated
that 363.2 kilograms (800 pounds) of fly ash would be required for testing
throughout the entirety of the program. This was estimated as the amount of
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15.
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18.

NOTE:

Utility Company

Table 3

SOURCES OF FLY ASH SAMPLES

Power Plant

-AEP Service Corp.

Alabama Power
Commonwealth Edison
Duke Power
Indianapolis P & L
Kansas City P & L

Northern States
Power

Pacific Power &
Light

Pennsylvania
‘Electric

Philadelphia
Electric

Public Service
Electric & Gas

Salt River Project

Southwest Electric
Power

Southwest Public
Service

Tampa Electric

Tennessee Valley
Authority

Texas Power & Light
Toledo Edison

of test samples.

John Amos
Gaston
Joliet
‘Belews Creek
Stout
Hawthorn

Riverside
Centralia
Kéystone

Eddystone -

Hudson
Navajo

Welsh

Harrington
Big Bend

Gallatin
Big Brown
Bayshore

24

Plant Location

St. Albans, WV
Wilsonville, AL
Joliet, IL
Walnut Cove, NC
Indianapo]is, IN
Kansas City, MO

Minneapolis, MN
Centralia, WA

Shelocta, PA

- Chester, PA

Jersey City, NJ
Page, AZ

Cason, TX

Amarillo, TX
Tampa, FL

Gallatin, TX
Fairfield, TX
To]edo, OH

Coal Burned

Bituminous
Bituminous
Sub-bituminous
Bituminous
Bituminous
Bituminous &

Sub-bituminous
Sub-bituminous

Bi tuminous

Bituminous

Bituminous

Bi tuminous

Bituminous
Sub-bituminous

Sub-bituminous

Bituminous

Bi tuminous
Lignite .
Bituminous

Source 11st1nq is alphabetical and does not correspond with coding
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fly ash needed to fill two 208 liter (55-gallon) steel drums. -Since it was
not possible to know at the time of sampling just which fly ashes would be
tested in all phases of the program,.the minimum required amount (approxi-
mately 363.2 kilograms or 800 pounds) of fly ash was obtained from each sam-
pling source.

Representatives of ash marketing organizations or utility companies were
requested to collect one drum of their fly ash on each of two consecutive
days, provided the boiler operation was normal during sampling. The time of
sampling was randomly chosen on each day. A1l suppliers of fly ash were also
requested to provide an analysis of each daily grab sample and background
information on previous analyses of fly ash samples taken from the same
plant, in order to establish that the samples provided were representative
samples falling within the normal compositional range for that plant.

A11 fly ash samples were also provided with a code number to allow for
ease of identification and maintain a degree of confidentiality. A1l fly
ash samples were identified by the prefix "FA", followed by the sample num-
ber. A1l fly ash samples were assigned code numbers based on the chrono-
Togical order in which they were received. A1l laboratory test data per-
taining to individual fly ash samples is identified and presented in this
report only according to code number.

4.3 Aggregate Sampling

A total of six aggregate samples were obtained for use in the later
phases of this study. The intent of the aggregate sampling was to obtain
materials representing a variety of commercial aggregate types that have
been and will be used in pozzolanic road base compositions, including
crushed stone, sand and gravel, and slag. In addition, since many kiln
dusts are known to be relatively high in alkali, an attempt was also made
to acquire a sample of aggregate known to be reactive in the presence of
alkali, in order to evaluate the behavior of kiln dust-fly ash-aggregate
mixtures with potential alkali-aggregate reactivity.

In order to assist in notifying potentially cooperative aggregate
producers and arranging for possible aggregate sampling at relatively
typical production Tlocations, initial contacts were made with representa-
tives of trade associations representing various facets of the aggregate
production industry. The organizations contacted were the National Crushed
Stone Association, the National Sand and Gravel Association, and the
National Slag Association. Each organization identified several recommended
plant Tocations for the possible sampling of each different type of aggre-
gate desired for the test program, together with the name and telephone num-
ber of the appropriate contact person at each location. In most cases, a
representative of the trade association also established initial contact to
briefly explain the test program and the purpose of the sample.

The name of each of the six aggregate producers, their plant location,
and a description of the type of aggregate sample provided by each is pre-
sented in Table 4, Fiqure 5 is a map of the United States showing also the
locations where these aggregate samples were obtained. Approximately 1.1
tonnes (one ton) of graded aggregate was provided by each producer, with the
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aggregate generally having a top size of 38.1 mm (1-1/2 in.) with 10 per-
cent or Tess passing a No. 200 sieve. The aggregate samples consisted of
a high calcium limestone, a dolomitic limestone, a granitic gneiss, a

siliceous sand and gravel, a river gravel, and an air-cooled blast furnace

slag. One of these samples is also considered an alkali-reactive aggre-
gate.

Each aggregate was assigned a code letter (A through F) based on the™
chronological order in which it was received. This coding is referenced
in Table 4. The geographical distribution of the fly ash and aggregate

samples is shown in Figure 5 with a breakdown into the three geographical
regions described carlier.
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5. CHARACTERIZATION OF KILN DUST AND FLY ASH SAMPLES

5.1 Scope and Purpose of Characterization Testing

The characterization testing of the kiln dust and fly ash involved
four main aspects:

1. Physical properties (particle size distribution, specific
gravity, Blaine fineness and pH);

2. Chemical properties (major oxides, loss on ignition, carbon and
carbon dioxide);

3. Mineralogical composition {(major minerals and free 1ime); and

4. Pozzolanic/hydraulic indices (mortar cube strengths for accel-
erated and ambient curing conditions).

From the physical, chemical, mineralogical and index data developed, it was
anticipated that key parameters such as free lime, fineness, alkalies, etc.
might be identified and related to those kiln dust - fly ash-aggregate com-
positions demonstrating satisfactory laboratory strength and engineering
properties. These key parameters could then be used in practice to select.
suitable kiln dusts and predict their performance in pozzolanic base con-
struction.

Where possible, standard ASTM and cement/lime industry testing proced-
ures were adopted. Special care was taken to ensure the quality of the
characterization data by using representative specimens; avoiding any chance
of contamination; minimizing carbonization and moisture influences; repli-
cating/comparing with known standards, and completing tests on the standard
cement and limes used. (26)

While the full characterization data developed are given in Tables 6
to 14, with detailed notes, a brief description of test procedures and
genera] trends is given below. An analysis of the characterization findings
is given in other task sections where kiln dust-fly ash-aggregate comp051-
tion data are developed.

5.2 Physical Characterization Test Methods and Results

The physical characterization test results for cement kiln dusts, lime
kiln dusts and fly ashes are given in Tables 5, 6, and 7, respectively. The
test procedures used were: particle size distribution (ASTM D422, sedimenta-
tion in water shown to be suitable); specific gravity (air cemparison pycno-
meter); Blaine fineness (ASTM C204); and slurry pH (15 gm of specimen in -
150 ml distilled, deionized water (pH 7.8), stirred 1 minute, pH of slurry).

An important physical characteristic of both kiin dusts and fly ashes
is their particle size distribution, particularly the relative amount of fine
grained particles (smaller than 200 mesh size). Fineness or surface area
is also considered-to be another key physical characteristic because pozzo-
lanic/hydraulic reactions are surface dependent. The fineness characteris-
tic is best analyzed by Blaine fineness or percent residue on 325 mesh
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TABLE 5

PHYSICAL CHARACTERIZATION TEST RESULTS FOR CEMENT KILN DUSTS

PARTICLE SIZE DISTRIBUTION

PERCENT PASSING OTHER

SAMPLE TOP 60 200 325 0.02 0.01 0.006 sgG BLAINE

NUMBER  SIZE  ‘MESH MESH MESH mm  mm  mm FINENESS
CD-1 100 99 97.5 87.5 3 2.76 9090
CD-2  #50  99.6 96.7 93 1 0.5 2.78 4890
CD-3  #20  97.5 83.2 71 2.5 0 2.78 5870

(D-4  #50  98.7 84 70 28 276 7190
CD-5  #14  97.2 71 50 14 2.87 7550
CD-6  #50  99.9 84 61 19 274 9980
CD-7 #50  98.7 86  76.5 35 0.3 2.84 5120
CD-8  #50  98.6 72 52 21.5 2.84 4610
CD-9  #10 9.5 85.7 77 1.2 0.3 0  2.85 4940
CD-10 100 97.5 76 2.79 10760
CD-11  #50  99.5 95.2 91.5 55 4.4 2.2 2.76 8130
CD-12  #50  99.9 94  89.5 77.5 44 19  2.74 10370
CD-13  #10  97.8 79.5 59.5 21.5 x 2.80 7110
CD-14  #50  98.6 80 68 38 2.78 6810
CD-15  #50 99 89 8 67 27 19.3 2.69 7090
CD-16  #50  99.5 94 88 63 2.77 8700
CD-17  #50 9%8.5 79.3 63  34.5 2.79 10010
CD-18  #50  99.5 97.4 96.3 80 3 1.3 2.74 9120
CD-19  #50  99.5 88.5 81.2 2.85 5680
CD-20  #50  99.5 90 80 3.5 275 6090
C0-21 #5097 78 66 4.5 0 2.79 4460

1/2”
cn-zzb (95 5y 32 12
-22° #0 79  57.5 46.5 28 14 8.5 2.60 3740
cD-232 (;gg) 1 2 |
b (o]
cp-23° #0076 57 41 29.5 22 16.8 2.78 13900
CD-24  #50  99.5 85.5 68 2.93 5630
CD-25 100 97.5 86.5 O 270 13060
CD-26  3/4"  29.5 17.5 12.5 9 2.5 1.3  2.48 6950
CD-27  #50  99.5 8 72 25 0 2.79 5520
CD-28  #50  99.6 98  95.6 4.7 3 2.86 7370
CD-29 #50 99 86 79 2.83 5600
CD-30  #100 98.8 97.7 8 2.5 1.8 - 2.76 8780
Calcitic :
Hydrated 100 98 9] 0 2.31
Lime

Notes: a. As recejved,
b. Ground.
c. ‘15 gm in 150 ml distilled, deionized water, stirred 1 minute,
pH of slurry, (pH of water 7.8).
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TABLE 6

PHYSICAL CHARACTERIZATION TEST RESULTS FOR LIME KILN DUSTS

PARTICLE SIZE DISTRIBUTION OTHER
PERCENT PASSING

SAMPLE  TOP 60 200 325 0.02 0.06 0.001 SG  BLAINE  pH’
NUMBER  SIZE  MESH MESH MESH mm  mm  mm FINENESS

LD-1 #20  99.5 89.3 73 0 2.9 2920 12,
LD-2 #50  99.7 86.5 40 2.85 5180 12,
LD-3 #10  90.5 78.3 65 2.87 3650 1.
LD-4 1000 98 49 2.73 10350 12,
LD-5 M0 92.3 495 4 2.89 1310 12
LD-6 #10 9.9 88.5 69 2.83 2180 12,
LD-7 $0 97 79 56 2.93 1870 12
LD-8° |
LD-9°

LD-10 #50  98.5 62.5 43  23.3 13 7.6 2.98 2090  12.0
LD-11 #0848 74 56 | 3.04 1750 12.0
D12 (A%, 805 57 43 195 45 2.83 2630 1.

NOTES: a. Testing to be completed.

b. 15 gm in 150 ml distilled, deionized water, stirred 1 minute,
pH of slurry, (pH of water 7.8).
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SAMPLE
NUMBER

FA-1
FA-2
FA-3
FA-4
FA-5
FA-6
FA-7
FA-8
FA-9
FA-10
FA-11
FA-12
FA-13
FA-14
FA-15
FA-16
FA-17
FA-18
FA-19

NOTES:

TOP 60
SIZE MESH
410 99
410 98,2
100
#10 99.4
410 99.5
NOT TESTED
#10 98.9
410 99
100
#10 98.8
#10 99,2
100
#10 98
#10 97.2
#10 99
#50 99.8
#50 99.9
#50 99.9
#50 99.9

PHYSICAL CHARACTERIZATION TEST RESULTS FOR FLY ASHES

TABLE 7

PARTICLE SIZE DISTRIBUTION

200
MESH

94

92.

95

92.

91

87.

89

9%.

92
90

9.
88.

84

93.

99
88

93.

93

325
MESH

85
84
85
83
81.5

78
80
89
84
78.5
94
76
72
83
96
76
83
84

PERCENT PASSING

0.02
mm

50
43.9
66.8
54
61.2

54
54.5
62

7

53.7

70
47.8
47
62.5
82.5
50.3
42
48

0.06 0.001
mm mm
17.7 10.3
1.2 7
26.3 11
27 18
34 18.1
30 17
29.7 17
37 22.3
2 1
31 17.5
25 14
25.8 14
42.7 26.8
60. 35 -
28.8 16.3
22 11.8
22 13.2

[ T B T A B A B I A e S R A T S I At A A AT A ST A IR G B AT A T A6 ]

SG

.65
.74
.41
.31
.18
.62
.28
.45
.44
.70
.52
.48
.45
.30
.38
.49
.27
.24
.38

OTHER

BLAINE
FINENESS

4170
3550
3360
3790
2620

2820
2820
3150
3900
2880
10060
2360
2870
3510
5080
3160
3360
3640

a. 15 gm in 150 ml distilled, deionized water, stirred 1 minute,
pH of slurry, (pH of water 7.8).
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sieve. Attempts to optically (100 to 200 magnification) determine cement
content in a petrographic microscope were not fruitful, given the many
.constituents and sizes involved.

5.3 Chemical Characterizétion Test Methods and Results

The chemical characterization test results for cement kiln dusts,
Time kiln dusts and fly ashes are given in Tables 8, 9, and 10, respec-
tively. The test procedures used for specimens crushed to passing 200
mesh were: major oxides (X-ray fluorescence); S03 (Leco, ASTM C25); LOI
(105°C. - oven, 550°C, 1050°C. - muffle furnace); and carbon, total car-
bon and C02 (Standard Methods). Loss on ignition (LOI) at 1050°C. (or
C02), along with Ca0 and alkalies -are considered to be key chemical char-
acteristics. Higher LOI values indicate carbonation or loss of effective-
ness.

5.4 Mineralogical Composition Test Methods and Results

The mineralogical composition results for cement kiln dusts, lime
kiln dusts and fly ashes are also given in Tables 8, 9, and 10, respec-
tively. X-ray diffraction was used to quantify the major minerals, in-
cluding free lime, for specimens crushed to passing 200 mesh. This was
accomplished by measuring specific peak intensities of each crystalline
mineral encountered relative to that of the 10 percent by weight CaF
added internal standard. Free lime calibration was achieved against gly--
col methanol extraction controls as indicated in Tables 12 and 13. Free
1ime and, to a lesser exteiit, the sulphate content, are considered to be
key mineralogical characteristics. Lime is normally used as the primary
reactive component in pozzolanic base construction. Sulfate is a key con-
stituent in the formation of ettringite.

5.5 Compressive Strength Development and Comparisons, Test Methods and
Results (Pozzolanic/Hydraulic Indices)

The compressive strength development and comparisons (pozzolanic/
hydraulic indices) for cement kiln dusts, 1ime kiln dusts and fly ashes are
given in Tables 11, 12, and 13, respectively. A1l of this testing was in
accordance with ASTM €593, noting particularly ASTM C593 - Section 7.5
Proportioning, Consistency and Mixing of Mortars, and the notes in Tables
11, 12 and 13. For the cement kiln dusts and Time kiln dusts compressive
strength development, fly ash FA-16 was selected as the control pozzolan,
with calcitic hydrated 1ime as the control lime for fly ash compressive
strength development. The pozzolanic index control (POZ CONT) was calcitic
hydrated Time - FA-16 - silica sand, with the hydraulic index control
(HYD CONT) Type 1 portland cement - FA-16 - silica sand. Accelerated 7-day
strengths are considered the best indicator of pozzolanic reactivity, with
ambient 28-day strengths the best indicator of hydraulic reactivity. While .
discussed in detail in later sections, the free 1ime, by simple inspection,
show the highest "correlation" to strength development.
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5.6 Evaluation of Kiln Dust Composition

5.6.1 Comparison of Composite and Daily Grab Samples

0f the 45 kiln dust samples received, a complete compositional analy-
sis of individual daily grab samples was provided by ten of the dust suppli-
ers (9 cement plants and 1 lime plant). Each of these analyses was compared
with the analysis of the corresponding composite after blending of the indi-
vidual daily grab samples, as reported in the previous section. The oxide
analyses usually involved nine elements, including loss on ignition.

When comparing the analysis of individual daily grab samples with the
analysis of the composite sample from the same plant, certain values from
composite analyses fell outside the range reported by producers for daily
grab samples. These variations occurred in less than 20 percent of all the
cement dust analyses. In most instances, the variation fell within 10 to
15 percent of the upper or lower range reported in the individual sample
analyses. Most of the differences were noted in two cement dust samples.
At four other cement plants, the composite analysis for all nine elements
were all within the range reported by the producer for the individual daily
grab samples.

Only one set of analyses of individual daily grab samples was received
from a lime producer. For that sample, the composite analysis fell outside
the limits of the daily grab samples for three of nine elements. The average
variation was approximately 15 percent less than the lower limits for these
three elements.

Initially, it was believed that there would be significant variations
in the composition of kiln dust from the same plant on a day-to-day basis,
even during normal operating periods. However, of the ten sets of analyses
of individual daily grab samples that were received, less than 20 percent
of all values showed a variation greater than 10 percent over the 15-day sam-
pling period. At three of the ten sampling locations, the analyses of all
elements for the individual daily grab samples were within a 10 percent vari-
ation throughout the sampling period. For example, the Ca0 content of the
individual grab samples from one cement plant ranged from 40.58 to 44.74 per-
cent. These data indicate that the composition of kiln dust during normal
kiln operating periods is relatively uniform, more so than was originally
expected.

5.6.2 Comparison of Fresh and Stockpiled Samples

From the chemical analyses of kiln dust samples shown in Tables 8 and
9, it is evident that there is virtually no free 1ime whatsoever in stock-
piled kiln dusts due to hydration and/or carbonation resulting from pro-
longed exposure to the elements. In addition to stockpiling, conditioning
of fresh, dry kiln dust with water to retard dusting will hydrate the free
1ime in the dust and will, in effect, result in kiln dust with physical and
chemical characteristics quite similar to those of stockpiled dusts. Be-
cause of the negligible presence of free 1ime in stockpiled and conditioned
dusts, such materials are probably not very reactive with fly ash. Because
of the possibility of carbonation, all kiln dust samples (including stock-
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piled and conditioned dusts) were kept sealed in their respective containers
when not used to prevent decreased reactivity due to carbonation of free lime.

5.7 Classification of Kiln Dusts

Results of the characterization testing were used in conjunction with
information regarding the source of-the kiln dusts in order to develop a sys-
tem for classification of the kiln dusts. Because of differences between
cement and Time kiln dusts, a separate means of c]ass1fy1ng each type of dust
is discussed.

5.7.1 Cement Kiln Dusts

The most obvious indicators for classification of cement kiln dusts are
the kiln process and degree of separation in the dust collection system.
There are two types of cement kiln process (dry and wet) and in each of these
processes the dust collected may be separated for partial return to the kiln
or simply collected in total for recycling or disposal.

Therefore, there are four possible groupings of cement kiln dust:

Group I - Dry Process-Total Collection
Group II Dry Process-Separation
Group II1I - Wet Process-Total Collection.
Group IV Wet Process-Separation.

For all cement kiln dust samples obtained for this program, information
was obtained from the respective cement companies concerning the type of
kiln process, the nature of the dust collection system at the plant, the
point within the collection system where the dust sample was obtained, and
whether or not any dust separation is practiced at that plant. Where pos-
sible, a schematic diagram of the dust collection system was obtained. Of
the 30 cement plants included in the sampling program, 18 submitted a sche-
matic diagram. For the remaining plants, details of the dust collection
system and the type of dust sample obtained were discussed by telephone w1th
operations personnel at each plant.

A11 33 cement kiln dust samples were placed into their proper group1ngs.
The grouping of these samplies is as follows:

GPOUp I - 7 samples (CD-]], cD-19, CD-20, CD-23, CD-26, CD-28,
CD-30) -

Group II - 5 samples (CD-1, CD-10, CD-12, CD-25, CD-32)

Group III - 7 samples (CD-5, CD-7, CD-8, CD-13, CD-17, CD-22, CD-29)

Group IV - 14 samples (CD-2, CD-3, CD-4, CD-6, CD-9, CD-14, CD-15,

CD-16, CD-18, cb-21, CD-24, CD-27, CD-31,
CD- 33) ‘

Because the composition of kiln dust varies depending on the location
within the system that the dust is collected, there are often significant
differences between total and separated dusts. Normally, the Ca0 content is
higher in the coarser particles which are captured by cyclones (when used)
or in the forward compartments of precipitators. The finer dust particles
usually have a higher concentration of sulfates and alkalis, while SiO2,
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A1,0s, Fe:03 and Mg0 contents tend to be fairly equally distributed in all
sizes.(27) Therefore, most total dusts are generally higher in free lime
content than separated dusts, while most separated dusts are higher in
alkali and sulfate than total dusts.

In wet process kilns, the rate of dust generation is slightly less
than for a dry system, since a portion of the wet kiln is used for drying
the slurry. Hence, somewhat Tless calcium would normally be present in the
dust from wet process kilns, meaning that, in general, dry process kiln
dust may be a somewhat more desirable product. Most dry systems utilize
baghouse collections instead of precipitators and the properties of the
dust should not be as variable between compartments of a baghouse as between
the stages of an electrostatic precipitator. However, with baghouses, more
SO, is removed than in precipitators, resulting in comparatively higher
sulfate Tevels.

5.7.2 Lime Kiln Dusts

Since lime kiln dusts are not usually recycled, the major differences
in such. dusts are the reactivity, which is directly related to free calcium
(and possibly magnesium) oxide content. A simple temperature rise test was
performed to evaluate the potential reactivity of the Time kiln dusts. The
test consisted of adding 100 milliliters of water to 500 grams of lime kiln
dust and measuring the temperature rise of the mixture until it returned to
ambient temperature. Lime kiln dusts with a high free lime content pro-
duced an exothermic reaction upon addition of water due to the slaking of
the calcium oxide. The higher the temperature rise, the more reactive the
lime dust. ‘

Based on the chemical analysis and the results of the temperature rise
test, lime kiln dusts may be grouped as follows: '

Group H - Dusts with High Reactivity
Group L - Groups with Low Reactivity.

A temperature rise of 20°C. (68°F.) was selected as the criteria for
identifying the extent of 1ime kiln dust reactivity. Of the 12 Time kiln
dusts in the study, six are.considered Group H dusts. None of these six
reactive dusts is doloemitic.  The grouping of 1ime kiln dusts according to
temperature rise is as follows:

Group H - 6 samples (LD-3, LD-5, LD-6, LD-7, LD-9, LD-11)
Group L - 6 samples (LD-1, LD-2, LD-4, LD-8, LD-10, LD-12).

Once free lime (Ca0) is slaked, it converts to calcium hydroxide or
Ca(OH),, hydrated lime. Sometimes, when the slaking reaction is concluded,
much of the reactivity of the original material has dissipated. Some hy-
drated materials are able to develop only a fraction of the strength they
had been capable of in the unhydrated state. An additive (such as lime slurry)
can be added to accelerate strength development in such cases.(28)

5.8 Classification of Fly Ashes
A general classification system for fly ashes was presented in a recent
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publication concerning the use of brown coal fly ashes in road base courses.
(29) The fly ashes in this classification system were divided in the follow-
ing four groupings, based principally on chemical composition:

Group I - Alumina-Silica Fly Ashes - having a percentage of Si0, to
A1,05; of 2:1 or greater and a Ca0 content less than 15 percent.

Group II - Silica-Alumina Fly Ashes - having a percentage of Si0, to

: A1,05; of less than 2:1, a Ca0 content of less than 15 percent,

and SO; content of less than 3 percent.

Group III - Sulfate-Calcium Fly Ashes - having a total Ca0 content greater
than 15 percent and SO; content exceeding 3 percent.

Group IV =~ High Calcium-Low Sulfate Fly Ash - having a total Ca0 content

greater than 15 percent and SO; content Jess than 3 percent.

Considering particle size distribution and specific surface or Blaine
fineness, fly ashes are physically classified as:

Fine-grained - Greater than 75 percent finer than .071 mm (approximately
200 mesh) and with a specific surface (Blaine fineness)
greater than 3,000 cm?/g.

Medium-grained - Between 40 and 75 percent finer than .071 mm and with a
specific surface from 1,500 to 3,000 cm?/g.

Coarse-grained - Less than 40 percent finer than .071 mm and with a speci-
fic surface less than 1,500 cm?/g.

Fly ashes can be further classified in terms of their pozzolanic activ-
ity. To.a large extent, pozzolanic activity is related to the Ca0 content
of the fly ash. The reactivity of fly ashes from Groups I and II are norm-
ally quite low because most Class F or kituminous coal fly ashes, which
would mainly comprise these groups, ‘are Tow in Ca0 content. On the other
hand, most Class C fly ashes, which would usually fall into Groups III or
IV, are characterized by a fairly high Ca0 content.

Fly ashes, in terms of pozzolanic activity, are classified according to
Ca0 content as follows:

Very weak]y-active

Ca0 content less than 3.5 percent.
Weakly active Ca0 content from 3.5 to 7 percent.
Active Ca0 content from 7 to 14 percent.
Highly active - - Ca0 content greater than 14 percent.(29)

The overall groupings of these fly ash samples are as fo]]ows:

Group I - 7 samples (FA-2, FA-4, FA-6, FA-7, FA-9, FA-13, FA-17).
Group Il - 7 samples (FA-3, FA-5, FA-8, FA- 14 FA- 15 FA- 16 FA18).
Group III - 2 samples (FA- 10 FA- 12)

Group IV - 2 samples (FA-1, FA-11).
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5.9 Characterization of Aggregate Samples

Each of the six aggregate samples used in the Task C and Task D phases
of the testing was first analyzed to determine its particle size distribu-
tion. The resultant gradation of each aggregate sample was then compared
with the recommended gradation limits for highway bases and subbases, as
presented in ASTM D2940 (30) and shown on the gradation curve in Figure 6.
Figure 7 shows the gradation of the limestone aggregates compared to the
ASTM limits. Figure 8 shows a similar comparison for the siliceous aggre-
gates. Figure 9 shows the gradation of the slag and the granitic gneiss.

In addition to particle size distribution, other engineering proper-
ties of each aggregate were also determined. These included specific
gravity, Los Angeles abrasion loss, and sodium sulfate soundness. Avail-
able producer data was used whenever provided. Laboratory testing was
performed to determine engineering properties in those instances where no
producer data was furnished. Table 14 presents a summary of the engineer-
ing properties of each of the six aggregate samples. .

From a review of Table 14 and the particle size distribution curves
for each of the six aggregates, it is evident that some aagregate samples
conform more closely to the ASTM gradation specifications than others.

The particle size distribution of the calcitic Timestone, granitic gneiss,
and blast furnace slag aggregates is essentially within the specification
limits. The particle size distribution of the dolomitic Timestone is well
graded, but slightly finer than the ASTM limits. The siliceous sand and
gravel aggregate is somewhat skip graded, having somewhat too much mater-
ial between the 25 mm (1 inch)and 12.7 mm (1/2 inch) sizes and being a
bit bony or deficient in fine material between the 12.7 mm (1/2 inch) and
6.35 mm (1/4 inch) and between the 50 and 200 mesh sizes. The river sand
is obviously much finer than the ASTM gradation range.

Although the gradation of the river sand is finer than the ASTM base
and subbase aggregate gradation, it does generally conform to the suggested
gradation Timits for aggregate used in cement-treated aggregate base. as
recommended by the Portland Cement Association.(31) In order to achieve
the most economical cement factor in cement-treated aggregate base, a min-
~imum of 55 percent by weight of an aggregate should be finer than a No. 4
sieve, with a maximum of 90 percent. The river sand, with 88 percent pass-
ing the No. 4 sieve, is the only aggregate sample meeting these requirements.

47



S3SvE8NS ANV S3SvE AVMHOIH H04d
IVIH3LVN 31Vv93499V 43Avy9 40 3JONVY NOILVAVHO WLSV

9 JENOId
3215 3A3IS  QYVONVLIS 'S'N
/-1 1 vR 2/18/8 v/1 ¥ 8 Ol 02 or 09 0Ol 002
0
ot
0z
ot
‘ ov
s S3asvadans aNv S3svd
605, 404 NOILvavyo 0s
: 0ov62a WLSY
09
oL
08
06
0ot
wwTee | Tl | es6 se9 | 8L | 080 0200 0S20 6p10  ¥200

vee 421 UV 002

IN3043d
48

ONISSVd



S31VvO34O09V 3INOLSIWIT JILIDOTIVI ANV OJILINOTOAQ 40 NOILNGIYLSIG 3ZIS IDILMVd

Z 34NSOId
32IS 3A3IS OX¥VANVLS SN
2/T-T T vA 2/18/ /1 & 8 ot 0z - or 09 00l 002
) =1 Y
— [
P
e il e -
el - i gl ol
—— 3NOLS3WIT J1LINOT10Q W\‘\ — ==
— -— o2
4 p — . .
—— /N\V —
rg - (0,9
7 77 ~Z ~— 3NOLS3NIN J11I07vD -
a ‘ I _ or
/- N $35v8ans aNv S3sve 2
74 e — 404 NOILvAvYD
4740 7 == 0p620 WISV 05 o
— o
— 09 &
£ 4
L/ 4
£, V2
& 0L
.4 N
P 1 1 7
11—
VAW SN 08
717 7
r 40
7 7 7
7 06
J 1 7~
e
VAW 4
wwyge | U6l | 26 S£9 | 8ce | 0v80  02v0 0S20 6¥10  ¥.00 oot

v'ee 121 =70 4 0072

49



‘ S3LVOIHOOV ANVS Y¥3AIY ANV
,;,.u_m><mw ANV ONVS SNO3217IS 40 NOILN8IYLSIa 32I1S 3710114vd

8 3JHNOIH
_ . 321S 3A31S  QHVONVLIS 'S'N
/T T vA 2/18/8 w1 v 80l oz o» 09 00l 002
7 =
\\WN\ o —
— A=
A i
1 Pt VA
[~ 13AVHO ANV 7. 4 P ai— L
— aNvS  SN0301IS =4 Z —
AN \\H \%
Z . L
y 4
V4 i A
i & W y 4
Pﬁ y A P . \W — ‘
. I/ s3svesns ONv S3sve
p— BNMN 404 NOILvdvdo
— : — 0v62d WISV
VA £
. i 2
. y 4
A T V4
i A
& \N N
- \H Vrﬂ i
£ 7 7 ANVS ¥3AIY
y 4 N4
Vd
N 4
K\ —~
x ——— ——

S wwe1'ge _ Tel | 256 s£9 | , mn.~_ 0v80  0¢vr0 0620 6v10 . .00
v 421 9L 002 ,

ot

oz

ov

o$

09

0L

(o]']

06

oot

AN3043d

ONISSVd

50



¢/1-T T vA /1 8/ #/1

S31vO349O9V
OVTIS FOVNHNA 1SVI8 ANV SSIIN9 OILINVHO 40 NOILNEIMLSIA 3ZIS I19114vd

6 3HNOIL

32iS 3A31S  QHVANVLS '§'n

02 ov 09 001

v 8 0Ol1 00¢
; —=]
-
OV1S . 0UNNNA LSy ~{TF—
: T 7 2
2« W4 A
- 53sveans aNv s3sve 7~ o
- 404 NOILvAQvMo A7
- 0r62d WISV 77—
— \\W £
>a y i
N L7 ~SSIAND JILINVYEO
71 Z K7 - -
/7 L
it
FTAWAW 4
¥ 77
y AR | &
1 7 17
J 1/
/ : 4
V4 LN 2
- I /
| & ARV A
V4 N
- *\ V4
V4 J 7
w8 S
12/
1
wwige | 161 | 266 SE£'9 8e'2 Ov8'0  02v0 0520 6v10 900
vse 421 9Ly 00 ¢

ot

0¢

(0} /

oS

08

(073

(0] ]

06

001

AN3OH3d

ONISSVd

51



UWpUGZ = Youl | 310N

"93e4 NS wnlsaubew BuLSN UNA 1S3 xx ,
23

obejuaduad e se passaJsdxiy

02 0" ¢ £l 0°0Z v°88 0°00L 0°00L 000! 1572 pues 43A LY F
¥%G 2 g z¢ €€l 02 97/ 8°29 GS'€ 0700l 95°2 Uo7 Saul L]
. . | | 21319(®) 3
6°¢ 5'/2 52 6L ¥°SE 919 2°G6 0700l 59°2 L9ARJY pue pues
SN0adL| 1S a

(pal00) 4Ly)

Gy G pE 0'v 6°¢l ¢°'9v ©'€9 BE8 9° 66 G5 ¢ “ beys
, aoeudnq 3selg 0
0L 0°0¢ 001 0°€d 26 E°EL o.Wm 0°00L 06°¢ SsLauy
JL3LueJY g
0L '8¢ L ¢ G'9 2°¢2 029 O0°v6 0°00L  ¥8'2 auojsawtT
‘ - JLjLwogog v
xSS07 xSS07 00cZ# 0c# v# W2/ wv/e wz/Lt-L A3taeay ‘ adA] - 491397
$S3uUpunosg uoLsedqy oLytoads - as3ebaubby 9p0)
9jey4|ng Sa|obuy so7 9jebaubby-

(buLsseq JuadUdd)
UOLINGLA}SIQ BZLS B[DLFey

wn { pog

SATdWYS FLYIFYD9Y 40 SITLYId0dd HNIYIINION3T
vl oLqe|

52



6. DETERMINATION OF OPTIMUM KILN DUST-FLY ASH RATIOS

6.1 Purpose of Tests

The kiln dust samples analyzed during the characterization testing
phase were evaluated in Task B to determine optimum kiln dust-fly ash
ratios for each sample. Optimum kiln dust-fly ash combinations were
determined on the basis of the strength development of test cylinders which
were molded and cured under prescribed standard conditions. The strength
test resu1ts were used to identify optimum strength proportions for differ-
ent ki]n dust and fly ash combinations. The strength values developed
during this phase were used as an indication of which kiln dusts would be
best suited for further evaluation in Task C. -Where possible, kiln dust- .
fly ash strength development was correlated with key phys1ca1 or chemical
properties of kiln dust samples.

6.2 Description of Test Methods

The tests used in this phase of Task B were intended to complement the
ASTM pozzolanic activity tests performed during the characterization test-
ing phase. The pozzolanic activity tests were performed on 51 mm (2 inch)
cube specimens in which the materials were lightly tamped into the cube
molds in accordance with ASTM C109. For this phase of the testing program,
cylindrical test specimens were prepared and tested at or near maximum dry
density. To conserve sample materials, small size cylinder specimens were
~ prepared in a Carver laboratory press mold 28.6 mm (1-1/8 inch) in diameter.
A1l test specimens were compressed rather than compacted, using a standard-
procedure developed after a number of trials to simulate the maximum com-
pacted dry density of Proctor size specimens. Molded densities of Carver
press specimens ranged from 95 to 110 percent of Proctor densities, with an
average of 100 percent.

A1l test specimens were prepared by first mixing the desired propor-
tions of dry kiln dust and fly ash in a plastic bag, adding the required
water corresponding to optimum moisture content, and kneading the ingredi-
ents by hand for approximately two to three minutes until thoroughly mixed.
Test specimens were molded in the Carver press at or near optimum moisture
content and cured for 7 days at 38°C. (100°F.). The cured specimens were
then tested for compressive strength in a testing machine in accordance
with ASTM C39. In this phase of the program, control mixes and kiln dust-
fly ash test mixes were prepared.

6.3 Preparation and Testing of Control Mixes
6.3.1 Kiln Dust-Fly Ash Contro] Mixes

Control mixes were initially prepared by combining each kiln dust sam-
ple with a control fly ash. A typical Class F bituminous coal fly ash -
(FA-16) was selected as the control fly ash for these tests. For the kiln
dust-fly ash control mix tests, the mix proportions -used were 2 parts, by
weight, dust to 1 part control fly ash for all cement -kiln dusts and 1 part,
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by weight, dust to 1 part control fly ash for all lime kiln dusts. These
proportions were used because Time kiln dusts generally have higher con-
centrations of free Time than cement kiln dusts.

When reactive (Group H) lime kiln dusts were mixed with water, a hy-
dration or slaking of the free Time occurred. The amount of slaking water
required for complete hydration of the free lime, normally ranged from 15
to 25 percent by weight of the dust. Once the temperature of the reactive
dust had returned .to normal, the conditioned dust was then sealed in a
plastic bag to maintain moisture equilibrium for at least 24 to 48 hours
prior to subsequent mixing with the fly ash and molding of test specimens.

An effective way of compensating for reduced strength development fol-
lTowing hydration of the free lime component in lime kiln dust is to add
some kind of an activator such as a caustic material (like calcium or sodium
hydroxide), during mixing with the fly ash and aggregate. Although this
approach has been successful in previous Taboratory and field tests (32),
no such caustic additives were used in this program. The scope of labora-
tory testing work in this investigation was confined to using dry kiln
dusts without conditioning or the addition of any chemical activators.

The results of the 7-day strength tests for cement kiln dust-fly ash
control mixes using the FA-16 control fly ash are presented in Table 15. -
Similar results for lime kiln dust-fly ash control mixes are presented in
Table 16. Numbers in parentheses after the strength values indicate the
ranking of strength for all cement kiln dust and lime kilrn dust samples.

. These results are compared with the 7-day strength (545 psi) of a reference

miX using high calcium hydrated 1ime and FA-16 fly ash. In most instances,
‘the kiln dust-fly ash mixes resulted in improved strength compared to the
reference mix.

6.3.2 Kiln Dust-Fly Ash-Aggregate Control Mixes

Control mix tests following these procedures were also performed on
combinations of kiln dust, fly ash, and aggregate using FA-16 as the con-
trol fly ash and standard Ottawa sand (ASTM C109) as the aggregate in
Carver press test specimens. The aggregate percentage was held at 76 per-
cent by weight of the total mix, which corresponds to the percentage of
aggregate used in all of the pozzolanic activity tests. The paste portion
of the mix consisted of 2 parts, by weight, dust to 1 part control fly ash
for all cement kiln dusts and 1 part, by weight, dust to 1 part control fly
ash for all 1ime kiln dusts.

The results of the 7-day strength tests for all cement kiln dust-fly
ash-aggregate control mixes using Ottawa sand and the FA-16 control fly ash
are presented in Table 15. Similar results for Time kiln dust-fly ash con-
trol mixes are presented in Table 16. Numbers in parentheses after the
strength values indicate the ranking of strength for all cement kiln dust
and 1ime kiln dust samples. These results are also compared with the 7-day
strength (126 psi) of a reference mix using Ottawa sand with high calcium
hydrated lime and FA-16 fly ash. In virtually all cases, the kiln dust
mix strengths were significantly higher than the reference mix strength.

Y
-+
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Table 15

RESULTS OF KILN DUST-FLY ASH AND KILN DUST-FLY ASH-SAND
REFERENCE MIX STRENGTH TESTS USING CEMENT KILN DUSTS

KILN DUST-FLY ASH KILN DUST-FLY ASH-SAND
Ratio of Ratio of
Kiln 7-Day KD-FA 7-Day KD-FA-Sand
Dust Compressive Reference Compressive Re ference
No. Strength Mix Strength Strength Mix Strength
CD-1 1668 (11) 3.06 503 (14) 3.99
CD-2 1289 (18) 2.37 495 (15) 3.93
CD-3 1911 ( 9) 3.51 520 (11) 4.13
CD-4 1245 (20) 2.28 260 (23) 2.06
CD-5 1266 (19) 2.32 168 (29) 1.33
CD-6 - 1458 (14) 2.68 235 (25) 1.87
CD-7, 1314 (17) 2.41 360 (18) 2.86
CD-8 2056 ( 5) 3.77 511 (12) 4.06
CD-9 1593 (12) 2.92 939 ( 1), 7.45
CD-10 1729 (10) 3.17 629 ( 7) 4.99
CD-11 1551 (13) 2.85 486 (16) 3.86
€D-12 1107 (22) 2.03 233 (26) 1.85
CD-13 184 (32) 0.34 335 (19) 2.66
CD-14 1978 ( 7) 3.63 277 (22) 2.20
CD-15 . 277 (30) 0.51 67 (30) 0.53
CD-16 2389 ( 3) 4.38 578 ( 8) 4.59
CD-17 2113 ( 4) 3.88 704 ( 4) 5.59
CD-18 1936 ( 8) 3.55 755 ( 2) 5.99
CD-19 1358 (15) 2.49 511 (13) 4.06
CD-20 1157 (21) 2.12 687 ( 5) 5.45
CD-21 235 (31) 0.43 444 (17) 3.52
CD-22 662 (25) 1.21 50 (32) 0.40
CD-23* 503 (27) - 0.92 50 (33) 0.40
CD-24 50 (33) 0.09 243 (24) 1.93
CD-25 981 (23) 1.80 209 (28) 1.66
CD-26* 855 (24) 1.57 302 (20) 2.40
CD-27 2038 ( 6) - 3.74 738 ( 3) 5.86
Cb-28 2682 ( 1) 4.92 671 ( 6). 5.33
CD-29 520 (26) + 0.95 537 (10) 4.26
CD-30 2666 ( 2) - 4.89 553 ( 9) 4.39
CD-31* 1358 (16) 2.49 218 (27) 1.73
CD- 32 472 (28) 0.87 294 (21) 2.33
CD-33 459 (29) 0.84 58 (31) 0.46

*Stockpiled kiln dust samples. 1 1b./in.? = 0703 kg/cm?

NOTE: Reference mix No. 1 (20 percent high calcium hydrated Time to 80
percent FA-16) had average 7-day compressive strength of 545 psi.

Reference mix No. 2 (4.8 percent high calcium hydrated 1ime, 19.2
percent FA-16, and 76 percent Ottawa sand aggregate) had an aver-
age 7-day compressive strength of 126 psi.
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Kiln

Dust
No.

LD-1
LD-2
LD-3
LD-4
LD-5
LD-6
LD-7

LD-8*

LD-9

LD-10
LD-11
LD-12

Table 16

: ‘ -
RESULTS OF KILN DUST-FLY ASH AND KILN DUST-FLY ASH-SAND
REFERENCE MIX STRENGTH TESTS USING LIME KILN DUSTS

KILN DUST-FLY ASH KILN DUST-FLY ASH-SAND
Ratio of | Ratio of
7-Day KD-FA : 7-Day KD-FA-Sand
Compress1ve Reference Compressive Reference
- Strength ~ Mix Strength Strength Mix Strength
1115 ( 6) 2.05 1319 ( 5) 2.53
1140 ( 5) 2.09 176 ( 8) 1.40
2549 ( 2) 4.68 830 ( 1) 6.59
2750 (1) 5.05 679 ( 2) 5.39
1056 ( 7) 1.94 58 (]1) 0.46
201 (11) 0.37 101 (10) 0.80
218 (1 ) 0.40 7 50 (12) 0.40
1333 ( 4) 2.45 ' 235 ( 7) 1.87
1962 ( 3) 3.60 495 ( 4) 3.93
880 ( 9) 1.61 258 ( 6) 2.05
101 (12) 0.19 553 ( 3) 4.39
964 ( 8) 1.77 109 ( 9) 0.87

*Stockpiled kiln dust sample.

NOTE :

Reference mix No. 1 (20 percent high calcium hydrated lime to 80

percent FA-16) had an average 7-day compressive strength of 545
psi. . : ‘

Reference mix No. .2 (4.8 percent hﬁgh calcium hydrated lime,
19.2 percent FA-16, and 76 percent QOttawa sand aggregate) had an
average 7-day compress1ve strength of 126 psi.

Strength values given in psi 1 1b./in.2 = .0703 kg/cm?
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.6.3.3 Fly Ash Control Mixes

Fly ash control mixes were also prepared using standard procedures in
order to evaluate the relative pozzolanic strength development potential
of each of the 18 fiy ash samples in the testing program. The 1ime-fly ash
control mixes contained either 1 part high calcium hydrated 1ime and 2 parts
fly ash or 1 part high calcium hydrated 1ime and 4 parts fly ash. None of
these control mixes contained sand aggregate.

A total of three test specimens were made for each 1ime-fly ash con-
trol mix. The 1:2 control mixes were cured for 7 days at 38°C. (100°F.).
Many of these specimens developed extremely high compressive strength
(approaching or in excess of 3000 psi), particularly those mixes containing
Class C fly ash. It was, therefore, decided to also prepare 1:4 control
mixes, but to modify curing conditions to 14 days at 23°C. (73°F.) in order
to more closely simulate field curing.

A total of 14 of the 18 fly ash samples were further evaluated in the
second Time-fly ash control mixes. These 14 samples were selected on the
basis of representing those fly ashes which would most Tikely be included
in the later stages of the testing program for geographical reasons.

Table 17 presents the results of the lime-fly ash control mix strength
tests for both the 1:2 and 1:4 mix proportions. Numbers in parentheses
after the strength values indicate the ranking of strength for all fly ash
samples, although four of the fly ash samples were not evaluated using 1:4
mix proportions. From these data, it is evident that significantly greater
strength development was observed from control mixes containing Class C
(1ignite or sub-bituminous coal) fly ashes.

6.4 Preparation and Testing of Kiln Dust-Fly Ash Test Mixes

A series of Carver press specimens were prepared and tested to deter-
mine optimum kiln dust-fly ash ratios for a wide variety of material com-
binations. Test specimens were cylinders prepared using the Carver press.
The test specimens contained only kiln dust and fly ash with no sand aggre-
gate. The respective dust and fly ash combinations were blended together
in various proportions so that the reaction between the two materials could
be evaluated without any reduction of strength values due to the addition
of aggregate.

Instead of selecting kiln dusts with a number of different properties
and blending these with fly ashes also having a number of different proper-
ties, it was decided to combine kiln-dust and fly ash samples that exist
in reasonable geographical proximity. The advantages to this approach
were:

1. Data would be developed for combinations of materials which have

a reasonable expectation of being used together in a future field
demonstration project.
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Fly Ash Fly Ash
Number Group
FA-1* 1V
FA-2* I
FA-3 11
FA-4 1
FA-5 11
FA-6 I
FA-7 1
FA-8 1T
FA-9* I
FA-10% 111
FA-11% IV
FA-T2x 111
FA-13 ST
FA-14 T
FA-15 1
FA-16 I
FA-17 I
FA-18 IT

*Indicates Class C fly ash.

Table 17

RESULTS OF LIME-FLY ASH CONTROL MIX STRENGTH TESTS

Compressive Strength (psi)

.1 Lime:2 Fly Ash

1 Lime:4 Fly Ash

7 Days - 38°C. (100°F.)

3789 ( 4)
4259 ( 3)
2582 (11)

3383 ( 6)

1275 (18)

2985 ( 8) -
2968 ( 9)
2540 (12)

5718 ( 1)

5416 ( 2)

3789 ( 5)
3068 ( 7)

1408 (17)
2465 (13)

2230 (14)

1694 (15)

2833 (10)

1503 (16)

N.T. indicates no test performed.

1 1b,/in.?

= ,0703 kg/cm?
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14 Days - 23°C." (73°F.)

N.T.
1585 .( 5)
742 ( 9)
1754 ( 4)
459 (14)
NLT
486 (13)
ONLT.
3605 ( 1)
N.T.
2779 ( 2)
2251 ( 3)
971 ( 8)
673 (10)
547 (12)
648 (11)
1075 ( 6)
1043 ( 7)



2. Matching kiln dusts and fly ashes together based on geographical
proximity introduced a random selection of material combinations
and avoided a possible bias in selecting and combining materials
with desired properties strictly on the basis of characterization
test resu]ts.

3. Testing of certain comb1nat1ons could proceed upon receipt of sam-
ples. This avoided delaying the kiln dust-fly ash testing until
all samples were received and characterized and helped spread out.
the testing over a more reasonab]e time period.

In all, a total of 66 kiln dust-f]y ash mixes were investigated in
Task B. A11 45 of the kiln dust samples and all 18 of the fly ash samples
were included in these 66 mixes. O0Of the 66 kiln dust-fly ash mix combina-
tions tested, 48 included cement kiln dust and 18 included lime kiln dust.
Each of these mix combinations involved the preparation of Carver press test
specimens at several different kiln dust-fly ash ratios. A minimum of three
test specimens were prepared at each kiln dust-fly ash ratio. All test
specimens were cured to 7 days at 38°C. (100°F.) and tested for compressive
strength. The optimum kiln dust-fly ash ratio was .determined based on mix
proportions resu]t1ng in maximum 7-day compressive strenqth

0f the 48 kiln dust-fly ash m1xes conta1n1ng cement kiln dust, 40
showed an increase in 7-day strength when using fly ash other than the
control fly ash (FA-16). Some extremely high compress1ve strength va1ues
were observed in mixes using Class C fly ash.

Of the 18 kiln dust-fly ash mixes containing Time kiln dust, only 8
showed an increase in 7-day strength when using fly ash other than the
control fly-ash (FA-16). During the 7-day curing period, a number of the
Group H (reactive) lime kiln dust test specimens exhibited signs of éxpan-=
sion and loss of strength.. There were several instances . in which signifi-
cant strength gains (3000 psi or greater) were observed when Time kiln dusts
were blended with Class C fly ashes. In such cases, the strength gain is
probably attributable to the self-hardening characteristics of the fly ash,
more so than the 1ime kiln dust. It-has been shown that adequate mixing of
such fly ashes with component materials and rapid compaction of the mixtures
are Tmportant factors in atta1n1ng max1mum strength development.(33)

As indicated prev1ous1y, the hand11ng of- the Group H Time k11n dusts
presented-a problem. These dusts are highly reactive and are exothermic
when exposed to water. The best way to handle such dusts is to proportion
them as desired with fly ash.in the dry,-add an excess of water above that
required for compaction, and compact the mixture as soon as it returns to
room temperature. Even if handled in .this manner, however, a-number of
mixtures with Group H 1ime kiln dusts showed expansive tendencies in the
Carver mixes, probably because of the h1gh degree of particle-to-particle.

contact in these specimens. This may or may not be a problem when aggregate
is used. When'm1x1ng Group H Time kiln dusts (or high free 1ime cement kiln
dusts), 1t is important to maintain a condition of excess moisture even
though the mo1sture at’ mo1d1ng may exceed the opt1mum va]ue for dens1ty
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6.5 Discussion of Task B Test Results -

6.5.1 Kiln Dust-Fly Ash Ratios

A1l 66 of the Task B test mixes involved preparation of test specimens
at kiln dust-fly ash ratios of 2:1, 1:1, and 1:2. Selected test mixes were
also evaluated at other kiln dust fly ash ratios (3:1, 3:2, 2:3, and 1:3)
in order to more clearly define optimum mix proportions. Of the 48 cement
kiln dust-fly ash mixes, 26 (or 54.2 percent) had an optimum kiln dust-fly:
ash ratio of 1:1. Most of the remaining cement kiln dust mixes had an opti-
mum kiln dust-fly-ash ratio of 2:1. Of the 18 Time kiln dust-fly ash mixes,
the optimum kiln dust-fly ash ratio was nearly equally divided between 1:1
(38.9 percent) and 1:2 (33.3 percent).

6.5.2 Molded Densities of Task B Mixes

To attain maximum strength development in lime or cement stabilized
compositions, it is generally necessary to compact the mixture to its maxi-
mum density, at or near the so-called optimum moisture content, as deter-
mined by a moisture-density (Proctor) test. A series of trials were per-
formed to develop a molding procedure for Carver press specimens that would
result in compressed specimens having densities as close as possible to the
" maximum densities obtained in Proctor testing. Molded densities for the
kiln dust-fly ash Carver test specimens ranged from 1378 to 1762 kilograms per
cubic meter (86 to 110 pounds per cubic foot).

A comparison was made of the molded Carver press densities and the
maximum Proctor densities for 26 different kiln dust-fly ash mixes. The
molded Carver densities ranged from 95 to 110 ‘percent of the corresponding
maximum Proctor densities with an average of 100 percent of Proctor density.
From these comparisons, it is reasonable to conclude that the Carver speci-
mens were molded to a density that is approximately the same as the Proctor
density, ‘ ‘

6.5.3 COmparison‘of Fresh vs. Stockpiled Kiln Dusts

In five of the kiln dust-fly ash test mixes, stockpiled kiln dust sam-
ples were substituted for fresh kiln dust samples obtained from the same
source and the resultant mixes were cured and tested for compressive
strength. The results of these tests are presented in Table 18. Several
of the stockpiled kiln dust mixes exhibit strengths that are comparable to
those of the fresh dust mixes. However, judgments concerning the relative
suitability of stockpiled kiln dusts must also be based on the strength of
such dusts in combination with fly ash and aggregate.

6.6 Correlation of Control Mix Strengths Data with Characterization Test’
Results ‘ ‘ ‘

The priﬁe purpose of this laboratory evaluation is to develop data on
kiln dust properties and kiln dust-fly ash strength interactions that will
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Table 18

COMPARISON OF COMPRESSIVE STRENGTH VALUES FOR
TASK B MIXES WITH FRESH VS. STOCKPILED KILN DUST SAMPLES

Mi x EL;E | K;% ' K;}; Rg;t_ Compressive Strength (psi)
No. No. No. Ratio ~ " Fresh Stockpiled
4 -~ CD-4 and  FA-14 21 1593 1216

CD-31* : 1:7 805 823
1:2 252 352
7 LD-2 and  FA-7 2:1 629 | 704
LD-8* 1:1 811 516
1:2 860 444
36 CD-19 and FA-9 2:1 679 679
CD-23* | 1:1 444 649
1:2 2138 585
64 CD-19 and ‘
CD-23* FA-16 2:1 1366 265
1:1 1597 151
1:2 1383 95
65 CD-4 and  FA-7 2:1 1308 1324
CD-31* 1:1 868 989
1:2 545 495

*Stockpiled kiln dust samples.
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provide information needed to establish relationships between strength de-
velopment and key composition parameters for a wide variety of kiln dusts.
Such relationships would enable a supplier or prospective user of kiln dust
to assess the quality of the material and be able to predict its compres-
sive strength when combined with fly ash of known characteristics. The
Task B strength parameters that appear to be most directly related to kiln
dust and fly ash characteristics are the 7-day accelerated and the 28-day
ambient pozzolanic activity test cube strengths and the 7-day kiln dust-
fly ash-sand control mix cylinder strengths.

In order to determine relationships between various kiln dust proper-
ties and kiln dust-fly ash strength, the strength data from the pozzolanic
activity tests and the kiln dust-fly ash-sand control mix tests were eval-
uated by means of Tinear multiple regression. A stepwise regression program
(BMDO2R) was utilized to determine correlations between key physical and
chemical parameters of the kiln dust samples and Task B strength data, using
both Tinear and stepwise multiple regression analyses performed separately
on the cement kiln dust .and 1ime kiln dust test data.

~ 6.6.1 Analysis of Cube Strengths vs. Kiln Dust Characteristics

A11 of the kiln dust pozzolanic activity strength values for cube spe-
cimens showed a very high correlation coefficient (R) when related to both
the free 1ime content and the Blaine fineness or particle size of the
cement kiln dusts. For example, the 7-day accelerated cube strength had a
correlation coefficient of .9127 with free 1lime, .9221 with free lime and
Blaine fineness, and .9273 with free lime and particle size (difference
between 200 mesh and .02 mm sieve), The best fitting curve (R = .9273) is
described by the equation:

'y = 71.38 + 61.75 X7 + 2.93 X2 where
y = 7-day accelerated cube strength
X1 = free lime in kiln dust
Xo = % passing #200 sieve - % passing .02 mm.

The 28-day ambient cube strength also exhibited good correlation with
the same three parameters, although the correlations were not as strong as
with the accelerated cure specimens. For example, the 28-day ambient cube
strength had a correlation coefficient of .8111 with free 1ime and .8556
with free lime and particle size. The regression curve for the higher
correlation coefficient is:
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y = =51.13 + 34.27 X + 3.51 X where

y = 28 day ambient cube strength

X1 = free lime in kiln dust

X2 = % passing #200 sieve - % passing .02 mm.

Since these equations are considered "best fit" equations and have
a correlation coefficient (R) ranging from .8 up to in excess of .9,
these equations are considered an accurate way of correlating kiln dust
properties with pozzolanic activity test strength data obtained from a
blend of kiln dust and a specific fly ash.

6.6.2. Analysis of Carver Cylinder Strengths

Similar regression analyses were performed on the strength values from
the Carver size test cylinders containing either kiln dust-fly ash or kiln
dust-fly ash-sand aggregate. Only the cement kiln dust data was evaluated
because of the anomalies caused by lime kiln dust reactivity. From the
simple regression analysis, the strongest direct correlations are kiln dust
strength after molding with loss on ignition (R = .5343) and kiln dust
strength after 7 days with percent passing the 325 mesh sieve (R = .5317).
The highest correlation coefficient (R = .7105) was found when the 7-day
compressive strength was related to the A1203, Mg0, and LOI of the fly ash.
Since all values were less than the desired minimum correlation of 0.80,
no strong correlation was established between kiln dust propert1es and
Carver press strength data.
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7. STRENGTH DEVELOPMENT OF KILN DUST-FLY ASH-AGGREGATE MIXTURES

7.1 Purpose of Tests

Selected kiln dust-fly ash mix combinations analyzed during the Task B
strength testing were further evaluated for strength development with the
addition of different aggregate materials during the Task C phase of the
program. The results of the Task C test program served as a screening for
selection of a typical range of kiln dust and fly ash samples for evaluation
of engineering properties during the final task.

7.2 Selection of Materials for Testing

As shown in Figure 3, the number of kiln dust and fly ash samples
tested during the Task C investigation was reduced from the earlier phases
of the project. A total of 28 of the 45 kiln dust samples were selected,
together with 11 of the 18 fly ash samples. Al1 six of the aggregate
sources were included in the Task C testing. ,

Kiln dust samples were selected for Task C testing on the basis of:

« Geographical distribution

» Range of compressive strength (low, medium, and high)

» Inclusion of cement and Time dusts, principally cement dusts,
together with some stockpiled dust samples.

A total of 24 fresh kiln dust samples were chosen for Task C testing.
These dusts were combined with a total of 11 fly ash samples. In addition,
four dust samples were selected from plant locations which had previously
provided a stockpiled dust sample. The strength development of stockpiled
dust samples was also determined.

0f the 24 kiln dust samples included in Task C, 6 are lime kiln dusts
and 18 are cement kiln dusts. . A1l but two of the kiln dusts are from coal-
fired operations; the others are from gas-fired kilns. Of the 11 fly ash
samples, three are Class C fly ashes (2 from subbituminous coal and 1 from
lignite coal). The remaining 8 fly ash samples are Class F fly ashes,
including one sample from the burning of a western bituminous coal.

7.3 Selection of Task C Mixes

A11 of the kiln dust-fly ash combinations selected for testing were
blended with at least two aggregates (limestone and siliceous). Certain
kiln dust-fly ash combinations were also blended with either blast furnace
slag or granitic gneiss (or both), based on availability of these aggre-
gates within the geographical area of that kiln dust and/or fly ash. The
stockpiled dust samples were molded with the same fly ash as corresponding
fresh dust samples and combined with the aggregate type that resulted in
‘maximum compressive strength at the optimum kiln dust-fly ash ratio.

To provide an adequate basis for comparison of strength development,
a series of control or reference mixes were also prepared. In
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addition to the kiln dust-fly ash-aggregate test mixes, the following con-
trol mixes were also tested:

1. Six control mixes consisting of 4.8 percent high calcium 1ime,
' 19.2 percent fly ash FA-16, and 76 percent by weight of aggre-
gate for six sources of aggregate.

2. Six control mixes consisting of 3.6 percent high calcium Time,
14.4 percent fly ash FA-16, and 82 percent by weight of aggre-
gate for the six sources of aggregate..

3. Twenty-four reference mixes consisting of each of the kiln dust
samples in the Task C test program, blended with fly ash FA-16
and 76 percent by weight of aggregate B (granitic gneiss). Test
specimens for each of these control mixes were prepared at kiln
dust-fly ash ratios of 2:1 and 1:1 for cement kiln dust and 1:1
and 1:2 for Time kiln dusts.

7.4 Preparation of Task C Mixes

A11 Task C test specimens were prepared using Proctor size cylinders,
measuring 101.6 mm (4 inches) in diameter by 116.8 mm (4.6 inches) in
height. Test specimens were molded ‘and compacted in three layers at or near
optimum moisture content in accordance with the procedures described in ASTM
C953. Aggregates were screened prior to placing into the mixer and molding.
The aggregate fraction retained on the 19.1 mm (3/4 inch) sieve was removed
" and substituted in the mix with an equivalent fraction of the aggregate
minus 19.1 mm (3/4 inch) and plus No. 4 mesh sieve in size.

A series of Proctor tests were performed on randomly selected kiln
dust-fly ash-aggregate mix compositions in order to determine target mix
densities with which to compare molded mix densities. These mixes served
as a means of‘re1at1ng the density at molding with the maximum dry density
of typical mix combinations to assure that all test mixes were being pre-
pared at or close to the max1mum dens1ty

A comparison was made of the molded densities of Proctor specimens
using different aggregate types at different kiln dust-fly ash ratios.
There were 8 Task € mix combinations investigated with a total of 31 dif-
ferent moisture-density tests performed. The molded mix densities ranged
from 94 to 105 percent of the corresponding maximum Proctor densities with
an average of 99.3 percent of Proctor density. From this data, it is
reasonable to conclude that the Task C mix test specimens were molded to a
density that corresponds very c]ose]y to the maximum dry density as deter-
mined from Proctor test1hq

7.5 Compressive Strength Testing of Task C Mixes

‘ A11 test specimens prepared during the Task C phase of the program

were broken in compressive strength. Throughout most of the testing pro-
gram, six Proctor size test specimens were prepared for every mix combina-
tions. Three were cured for 7 days at 23°C. (73°F.) and three were cured
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for 7 days at 38°C. (100°F.). During the latter stages of Task C, only
specimens cured at 38°C. (100°F.) were prepared and tested. .

The majority of the test mixes evaluated the effect of two different -
percentages of aggregate in each mix combination. These were 76 and 82
percent by dry weight of total mix. As the testing progressed, .it became
evident that the development of maximum compressive strengths for the vari-
ous test mixes was approximately equally divided between these two aggre-
gate percentages. It was concluded that the percentage of aggregate in a
given kiln dust-fly ash-aggregate mix was not in most cases significant
enough to warrant evaluating two aggregate percentages throughout the en-
tire testing program. Therefore, during the latter portion of the Task C
test program, only mixes containing 76 percent aggregate were molded and
tested. -

A total of 36 control mixes were tested in Task C, including 12 con-
ventional lime-fly ash-aggregate controls and 24 kiln dust-fly ash-aggre-
gate reference mixes. The lime-fly ash-aggregate control mixes were used
to compare the strength development of kiln dust-fly ash combinations to
corresponding lime-fly ash strengths for the same aggregate. The results
of the Time-fly ash-aggregate control mix tests are presented in Table 19.
Figure 10 shows a comparison of the strengths of these control mixes. This
comparison-re]ated the strengths obtained using each of the six aggregates
with the minimum 400 psi strength criterion from ASTM C593. As-shown in
Figure 10, only three of the six lTime-fly ash- aggregate contro] mixes were - .
able to exceed the 400 psi minimum strength

The kiln dust-fly ash-aggregate reference mixes were used to evaluate
the effect on strength development of mixes containing each of the kiln
dust samples in the Task C program while holding the source and percentage
of the fly ash and the aggregate constant. All kiln dust-fly ash-aggregate.
reference mixes were made with fly ash FA-16 and 76 percent by weight of
Aggregate B (granitic gneiss). -The results of the Task C kiln dust-fly ash--
aggregate reference mix strength tests are presented in Table 20. Figure 11
shows a comparison of the strengths of reference mixes containing cement
kiln dusts. Figure 12 shows a comparison of the strengths of reference mixes
containing Time kiln dusts. Figure 13 relates strength development to class
of cement kiln dust for these reference mixes.  As shown in Figures 11 and
12, all but one of the cement dust mixes and one. of the lime.dust mixes was
able to exceed the 400 psi minimum strength. Figure 13 .shows that the
higher 7-day mix strengths were attained with C]ass I and Class IIl cement
dusts, wh1ch are the total dusts. :

A tota] of 64 ki1n‘dust-f1y ash-aggregate mix combinations were. tested
in Task C. Using the kiln dust-fly ash strength test data from Task B as
a guide, at Teast two, and in most cases three, kiln dust- fly ash ratios
were investigated for each mix combination in Task C. Table 21 lists all
the kiln dust-fly ash- aggregate mix combinations in the Task-C testing pro-
gram and.presents the maximum strength and optimum kiln dust-fly ash ratio
for each of these test mixes. The moisture content and mo1ded density of .
each. of the maximum strength test mixes is also presented Figure 14 re- . ..
lates the strength development of the Task .C. test mixes to the fly ash
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Table 20

RESULTS OF KfLN DUST-FLY ASH-AGGREGATE
REFERENCE MIX STRENGTH-TESTS

Ratio of
Optimum Moisture Density Maximum Task C
Kiln Dust KD-FA Content -of Mix Strength* Control Mix
Number Ratio (percent) (PCF) (psi) Strength**
CD-1 2:1 1001 128.1 734 (13) 1.05
CD-3 2 9.9 . 128.8 1213 ( 8) 1.74
 CD-4 2:1 9.5 130.0 581 (15) 0.83
CD-6 211 8.1 1 133.6 562 (16) 0.81
- CD-8 2:1 9.0 137.1 1301 ( 5) 1.87
CD-10 - 2:1 8.7 130.9 1159 ( 9) 1.67
CD-12 210 9.7 131.3 477 (17) 0.69
CD-13 1:1 8.5 131.6 1441 ( 4) 1.95
CD-14 2:1 9.1 131.9 719 (14) 1.03
CD-15 2:1 9.3 131.1 115 (18) 0.17
CD-16 2:1 8.7 131.5- 845 (11) 1.21
CD-17 2:1 9.4 129.1 801 (12) 1.15
CD-18 2:1 8.7 131.0 989 (10) 1.42
CD-19 1:1 9.1 128.6 1948 ( 2) 2.80
CD-20 2:1 7.8 133.0 1282 ( 6) 1.84
- CD-28 2:1 10.2 127.6 2001 ( 1) 2.88
CD-29 2:1 9.7 128.4 1444 ( 3) 2.07
-3 2 9.2 130.3 1281 ( 7) 1.84
LD-1 1:1 10.3 126.3 973 ( 2) 1.40
LD-2 1:1 9.6 129.6 606 ( 4) 0.87
- LD-3 1:1 8.3 131.6 1669 ( 1) 2.40
~ LD-4 1:1 10.2 127.9 888 ( 3) 1.28
- LD-7 1:2 10.0 126.8 191 (6) 0.27
©LD-11 1:1 8.3 131.8 564 ( 5) 0.81

*Average of 3 specimens cured for 7 days at 38°C. (100°F.)

**Compared with maximum 7-day strength of lime-fly ash-aggregate control
mix using Aggregate B.
1 1b./in.2 = .0703 kg/cm? 1 1b./ft.? = 16.02 kg/m?
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grouping and class of kiln dust. Fiqure 14 shows that, regardless of the
class of fly ash used, highest strengths were generally obtained with dry
cement dusts.

Table 22 compares the maximum strengths of the kiln dust-fly ash-
aggregate test mixes with the strength of Time-fly ash-aggregate control
mixes containing the same aggregate. Of the 64 mix combinations tested,

57 of the kiln dust-fly ash-aggregate mixes (or 89.1 percent) exceeded the
strength of lime-fly ash-aggregate control mixes with the same aggregate.
In 34 of these 54 mixes, the kiln dust-fly ash-aggregate compressive
strengths were more than double that of the Time-fly ash-aggregate control
mix.strengths. Only one of the kiln dusts tested (CD-15) was unable to
exceed 1ime-fly ash-aggregate control mix strengths with any aggregate.
However, it should be noted that kiln dust concentrations in the test mixes
were considerably higher than concentrations of commercial hydrated Time in
the control mixes.

- The data in Table 22 clearly indicate that an overwhelming majority
of kiln dust-fly ash-aggregate mixes are able to develop 7-day compressive
strengths equal to or well in excess of the strengths obtained from com-
parable lime-fly ash-aggregate compositions. This data provides definite
evidence that, from the standpoint of early strength development, kiln
dusts can be considered suitable replacements for hydrated lime in lime-
fly ash-aggregate pavements systems, when used in higher concentrations
with fly ash than normally used for Tlime.

Table 23 presents a comparison of the maximum compressive strength of
kiln dust-fly ash-aggregate test mixes with the compressive strength of
kiln dust-fly ash-aggregate reference mixes. In essence, the data in
Table 22 is a measure of the effect using different fly ashes and aggre-
gates in the test mixes exerts on strength development compared to the con-
trol fly ash (FA-16). Only 19 of 64 mix combinations (29.7 percent) showed
a decrease in strength when a fly ash other than the control fly ash was
used. The most significant increases in strength over the control mixes
were noted with the use of Class C fly ashes (FA-2, FA-9, and FA-11). For
the 20 mix combinations in which a Class C fly ash was used, the average
increase in strength over similar mixes using the control fly ash was 92
percent. This is an indication that higher levels of early strength devel-
opment can be anticipated when Class C fly ashes are used in pozzolanic
base mixes.

7.6 Correlation of Task C Strength Data with Characterization Results

Linear and multiple regression techniques were also used to define
relationships between the compressive strength development of Task C kiln
dust-fly ash-aggregate control mixes and the physical and chemical charac-
teristics of the cement kiln dusts used in these mixes. The same stepwise
regression program (BMDO2R) that was used to analyze the Task B test data
was also used to analyze the Task C control mix data. The 7-day compres-
sive strengths of the kiln dust-fly ash-aggregate control mixes containing
cement kiln dust were used as the dependent variable, while twelve physical
or chemical properties of the 18 cement kiln dusts used in the Task C test-
ing were the independent variables. Correlation coefficients were deter-
mined for each of the independent variables separately and in combination
with each other.
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The cement kiln dust parameters that correlated most closely with the
7-day compressive strengths of the Task C control mixes were the free lime,
total calcium oxide, Blaine fineness, and particle size distribution. Var-
jous combinations of these parameters showed high correlation coefficients
(R). The best fitting curve (R = .910) is described by the equation:

325.26 + 46.42 X1 + 22.23 X2 -0.06 X3 + 2.02 X4 where
7 day kiln dust-fly ash-aggregate control mix strength

Xy = free Time in kiln dust )

Xo = total Ca0 content of kiln dust

X3 = Blaine fineness of kiln dust

Xq = % passing #200 sieve - % passing .02 mm.

The next best fitting curve (R = .904) is described the the equation:

¥ = 549.36 + 51.97 X7 + 19.99 X, -0.07 X3 where ‘

y = 7 day kiln dust-fly ash-aggregate control mix strength '
X1 = free 1ime in kiln dust o -
X2 = total Ca0 content of kiln dust

X3 = Blaine fineness of kiln dust.

Each of these equations has a correlation coefficient (R) in excess
of .9 and is considered an accurate way of correlating the 7-day compres-
sive strength of kiln dust-fly ash-2qgregate mixes-with key parameters
of cement kiln dust. These equations are valid for mixes using a single,
source of fly ash and a single source of aggregate. When the source of
the fly ash and the source of the aggregate are varied, these equations
cannot be applied.

In addition to regression analysis, an attempt was also made to cor-
relate the compressive strength of kiln dust-fly ash-aggregate test speci-
mens with the chemical constituents theoretically available for reacting
with fly ash in a pozzolanic system. These constituents basically include
the following:

.« Oxide, silicate, or aluminate compounds of calcium and magnesium
(possibly including residual cement content)

« Alkali compounds in the form of sodium and potassium oxides.

The reactive compounds of calcium and magnesium in a kiln dust can be
determined in an approximate fashion by deducting the loss on ignition
(LOI), which is mostly carbon in the form of calcium or magnesium carbon-
ate, from the total calcium oxide and magnesium oxide values given in the
chemical analysis. The alkalis, comprised of sodium and potassium oxides,
~should also be included, although beyond a certain alkali level, the
presence of the alkalis may no longer be helpful, and could possibly even
be harmful. A discussion in the recent patent Titerature (33) indicates
that an alkali Tevel of 6 percent may be considered an upper limit in
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terms of beneficial alkali chemistry in pozzolanic or cementitious reac-
tions. Since sulfate is essentially a retarder, the presence of sulfates
in relatively large amounts (10 percent or greater) probably inhibit the
pozzolanic and/or cementitious reactions which would normally develop
between the alkaline and alkali constituents in kiln dust and fly ash.

To determine the total reactive oxides (alkalines plus alkalis) in
a given sample of kiln dust, the following formula is suggested:

Total Reactive Oxides = [(Ca0 + Mg0) - LOI] + (K20 + Na20)

where the suggested maximum allowable value of the alkalis (K20 + Na20)
for use in the equation is 6 percent. Although the numerical value of
the total reactive oxides for a given sample of kiln dust may not in
itself be highly significant, it should provide a reasonable guideline
for evaluating the potential reactivity of a given fly ash -source.

The total reactive oxides were determined for each of the cement and
lime kiln dust samples included in the Task C kiln dust-fly ash-aggregate
control mix cylinders. Table 24 shows the ranking of these 24 kiln dusts
according to Task C control mix strength and also shows the various chem-
ical constituents and the resultant value of the total reactive oxides for
each dust sample. As shown in this table, as the compressive strength
declines, the value of the total reactive oxide for each dust also dimin-
ishes, except for certain Class A 1ime kiln dusts. Figure 15 graphically
shows the relationship between the total reactive oxides and the Task C
control mix strength development. With the cement kiln dusts, it can be
seen in Figure 15 that the control mix strength .is directly related to
the total reactive oxides in the kiln dust. With the Time kiln dusts,
the relationship is not as direct because of the presence of high levels
of free lime in the Class A 1ime dusts, which must be conditioned prior
to mixing. ‘

86



¢ W/6X €007 = ut/tqL |

6° 0F oL’ o 8" 0¢
6" 1S 82'0 915
Al 60°0 € /1
802 25°0 02
5" LE 0L°0 8 0¢
L1y 520 8" 0F
3P IX0 SLLeLY SuL YLy
aAL10eaY 9AL10PedY
1e10] 19N
g 2l " Sl 89
2L 6°2 €yl
gl 59' 9L vl
€ L1 8€" S 6° L1
5" 61l £9°/ g€l
L6l 12" "6l
8 61 [8°¢l 8 €l
6°02 16§ 751
58l 6L" L £ L1
£702 19° 1 L"6L
0°€2 L0"Y 6'8l
9°12 [£°2 2" 6l
L"12 8L°2 €8l
1722 0L"§ 9°/1
v 52 96° L R
6°92 2€°2 9°t2
€ ¥E 65°¢€ s
2 L€ AR L2
3pIX0 SLLeYLY UL ey
9N L1003y aA 11003y
Le30] 10N

AR
8'LE
g6l
€°L¢
6°¢c¢
T
G el
0°ve
9"t
¢'8¢
8°¢¢
L"L¢
v°8¢
L ¢¢
2'ee
24
L7LL
L8l

101

S1snd NI

SHLI9NIYLS XIW IFINIYI4Td

£v°0 0°'8G H L6t 211 L-Q7
0L°0 v 29 H 95 Lol LL-QT
G'¢z 2'lE 1 909 L3l 2-a1
9G°¢ € vp 1 388 L3l -0
6§02 §°82 1 €L6 L:l L-01
6%° 0 G ¥S H 6991 L:1 £-01
0bW 0e) 1snq  y3busuas oLyey NELTTIY
40 Aeq-/ v4-a asng

dnoug Wwnw LX ey wnw L3dQ WL
v9°0 76l Al GLL 1:2 GL-a)
99°| VAR II LLY L:2 2L-02
gL 862 Al 296 L:2 9-0)
20°2 ANAS Al £86 L:¢ v-02
£8°1 9'pe Al 6LL 1:2 ¥1-02
6% 2 £°8¢ 11 vEL L:2 L-02
760 892 111 L08 1:2 L1-0D
96" L VANAS Al Gb3 132 91-a2
€€ L 9Lt II 686 1:2 81-a9
65" L 6° G I 6511 1:2 0L-ad
£9°2 L°6€ Al glel L1:2 £-09
82°¢ 0°¢t I 182l 1:2 0£-02
9L" L G' Gy I 2821 1:2 02-0)
26°0 b 6E I11 LOE L L:¢ 8-09
g1 2° G I11 274! L:1 £1-09
0Z-L G LY I11 vaadl L:2 62-02
o€ 1 L* LY I 8v6l L:L 6L-02
€Ll L6 I 1002 [:2 8¢-02
06u 0®) 1snq . yabuauas oLyey Aaquny

40 Keq-¢/ v4-aM asnq
dnoup wnwiLx e wnwt3dQ UMW)

40 S3AIX0 JATLIOVIY TVIOL °SA
JLVYIFUIIY-HSY AT4-1SNA NTINX 40 NOSIHVAWOI

v¢ °Lqel

“1sd uL uaAaLb sanpea yibusuaiS :IION

— AN MWW

8l
L
‘91
“al
vl
€l

N
—

LL

—ANMSULWOWN~NOoOYO
—

87



0S

1SNa N7IM 3WIT o

1SNA NI IN3FW3D e
S - Ob - Gt 0¢ G2 0¢ 1°] I Ol S

S3AIX0 3AILOV3IY VIOl

~ SL1SNA NTIM LN3W3D 40 S3AIX0 JAILOV3Y TVIOL ANV
SHLONIHLS 3AISSIHAWNOD XIA TTOHLNOD O MSVL N33ML38 JIHSNOILV 3N

Gl 34NotJ

} oos

- 00t

- 002I

"} oool

} oooz

ﬁoovm

(34ND° 40001 )
HLONIN1S 3JAISSIMAWOD AVA L

(1sd)

88



8. OTHER ENGINEERING PROPERTIES OF KILN DUST-FLY ASH-AGGREGATE MIXTURES

8.1 Purpose of Tests

‘The first three work tasks focused on: - kiln dust and fly ash charac-
teristics; kiln dust-fly ash strength development relationships; and the
comparative strength characteristics of a spectrum of kiln dust-fly ash-
aggregate material combinations. Although the results of these tests do
considerably expand the amount of currently available data in these areas,
there is a notable lack of information available regarding the engineering
properties of kiln dust-fly ash-aggregate mixtures. - Some data on the field
performance of kiln dust-fly ash-aggregate compositions is available from
literature related to demonstration projects.(36, 37) However, there is very
lTittle in the way of laboratory test data with respect to such properties as
durability, volume stability, and long-term strength development for kiln
dust-fly ash-aggregate compositions.

The ‘work performed in Task D was aimed at providing needed laboratory
test data pertaining to the engineering properties of selected kiln dust-
fly ash-aggregate mix combinations from Task C.

8.2 Selection of Test Mi xes

Mix combinations selected for Task D were based on the fo]]ow1ng cri-
teria:

» Geographic distribution. '
« Range of maximum strength values (low, medium, and high}.

« Emphasis on cement kiln dusts, but with at least one high calcium
and one dolomitic Time kiln dust.

« Inclusion of at least one Class C fly ash.
+ Inclusion of two limestone and two siliceous aggregates.

« Matching a high alkali cement. kiln dust with an agqreqate having
potential for alkali-aggregate reactivity. ‘ ‘

A total of four control mixes and ten kiln dust-fly ash-aggregate com-
binations were evaluated in Task D. Each of the four contro} mixes consis-
ted of 4.8 percent calcitic hydrated 1ime, 19.2 percent fly ash FA-16, and
76 percent aggregate. Control mixes were prepared for two limestone aggre-
gates (A and E) and two siliceous agaregates (D and F). The ten kiln dust-
fly ash-aggregate mixes in Task D involved four dolomitic limestone mixes,
one mix with siliceous sand and gravel, three calcite Timestone mixes, and
two mixes with river sand. These ten mixes were selected in order to eval-
uate a representative cross-section of kiln dust-fly ash-aggregate combina-
tions believed typical of those wh1ch may be cons1dered for future field
demonstrat1on projects.’
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8.3 Description of Test Methods

A total of 30 Proctor size cylinders were molded and tested for each of
the Task D control-and kiln dust-fly ash-aggregate mixes. These cylinders
were prepared in accordance with.ASTM C593 at the respective optimum moisture
- contents determined in Task C. The materials for edch Task D mix combination
were blended in proportions corresponding to the maximum strength mix deter-
mined in Task C. Each of . the 30 cylinder specimens for a particular mix was
numbered consecutively in the order in which the specimens were prepared. At
the conclusion of specimen preparation, random numbers were used to group
spec1mens for determination of.the fo]1OW1ng eng1neer1ng propert1es

. Long term compressive. strength (15 cy11nders)

38°C. (100°F.) curing - 3 specimens each tested at 14 and 28 days
23°C. (,73°F.) curing - 3 specimens each tested at 28, 60, and
" 90 days.

The results of the 14 and 28 day acce]erated ‘cure strength tests were-
also compared with the 7 day accelerated cure strengths determined
from the durability testing phase described below.

. Freeze thaw durab111ty (6 cylinders)

A1l specimens cured at 100°F. for 7 days, then:

Two specimens soaked for 4 hours, capped and tested for strength
in accordance with ASTM C593 procedures.

Two capped specimens tested for compressive strength after vacuum
saturation in accordance with ASTM C593 procedures.

Two specimens tested for weicht Toss and volume chanae after:
freezing and thawing, in accordance with ASTM D560 - procedures.

- Dimensional stability (3 cylinders)

Specimens cured at 73°F. in sealed cans placed in 100 percent
relative hum1d1ty moist room.

- Specimens measured weekly for height and diameter changes at top
and bottom quarter points to -determine’ volumetric expansion or
contraction over a 56-day period.

. Autogenous hea11nq (5 cy11nders)

‘Specimens cured under pre- determ1ned cond1t1ons, tested for com-
- pressive strength, allowed to continue curing under the same”

conditions, and retested for compress1ve strength fo]]ow1ng the'
i=continuation .of cur1ng .

N fA]1 specimens were’ 1nspected dur1ng the cont1nuat1on of ~curing
.. in order to monitor healing of cracks from initial compressive:
" strength test1ng Observations were made concerning the extent
to which specimen cracks were recemented during the hea11ng
period and whether or not the specimens failed along previous
crack patterns as a result of retesting.
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The following curing conditions were adopted:

Initial Continued Ultimate
Curing Curing Curing Curing

Temperature Period Period* Period
38°C. E]OO°F.3 7 days 7 days 14 days
38°C. (100°F. 14 days 14 days 28 days
23°C. (73°F.) 7 days 21 days 28 days
23°C. (73°F.) 14 days 46 days 60 days
23°C. (73°F.) 28 days 62 days 90 days

*Considered as time available for autogenous healing.

. Resi11ent modulus (1 cylinder)

One specimen from each test mix was cured at 73°F. in a
sealed can for a minimum time period of 28 days.

The test specimen was then placed in a diametral testing
machine and tested to determine the resilient modulus
(repeated loading), and the splitting tensile strength,
in accordance with ASTM D3497.

8.4 Discussion of Task D Test Results
8.4.1 Long-Term Compressive Strength

Table 25 presents the results of the long-term strength tests performed
on the four control mixes and ten kiln dust-fly ash-aggregate test mixes.
The data in this table clearly show that most kiln dust-fly ash-aggregate
mixes develop significant gains in strength with time, similar to or in some
cases greater than that exhibited by Time-fly ash-aggregate mixes. Eight of"
the ten kiln dust-fly ash-aggregate test mixes exhibited higher compressive
strength after 28 days of ambient cure than Time-fly ash-aggregate control
mixes containing the same source of aggregate.

The majority of the kiln dust-fly ash-aggregate test mixes had 28 day -
ambient cure strengths that were at least 75 percent of the corresponding
28-day accelerated cure strength whereas the 28-day ambient cure strengths
of the lime-fly ash-aggregate mixes were only 30 to 50 percent of the cor-
responding 28-day accelerated cure strengths. For mixes containing Class C
fly ash, rapid early strength development was observed, as expected, followed
by relatively small increases in strength over extended periods of time.

"This pattern appears to be consistent regardless of whether ambient or accel-
"erated curing conditions were 1nvo1ved

The 7 and 28-day accelerated cure strength data presented in Table 25
are comparable to data reported from a recent laboratory study of the beha-
vior of kiln dust-fly ash-aggregate compositions utilizing both Class C
and Class F fly ashes.(38) One of the significant findings from this study
was that the 7 and 28-day accelerated strengths of mixes containing Class C
fly ash varied inversely with the length of time that elapsed between mixing
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and compaction, i.e., the longer the storage time, the Tower the short-term
and Tong-term strength development. In addition, 28 day strengths were
found to not be significantly higher than 7 day strengths under accelerated
curing conditions, which essentially confirms the findings of this study.
No decrease in strength relative to time between mixing and compaction was
noted in mixes using Class F fly ash.(38)

It was concluded from the above referenced data that, for lime or kiln
dust-fly ash-aggregate mixes containing Class C fly ash, it is important
that such mixes be placed and compacted as quickly as possible in order to
achieve maximum strength. For similar mixes in which Class F fly ash is
used, no similar precautions appear to be needed.

From Table 25, it is evident that significant strength development
occurs over extended time periods with most kiln dust-fly ash-aggregate
mixes. As shown in Table 22, most kiln dust-fly ash-aggregate mixes also
exhibit relatively high early strength gains when compared to conventional
lime-fly ash-aggregate mixes.

8.4.2 Durability

The durability of fourteen Task D mixes was evaluated by means of the
freeze-thaw test procedures for soil-cement described in ASTM D560.(39)
This test involves alternate freezing and thawing cycles with wire brushing
of the vertical surface of the test sample following each thaw cycle. A
total freeze-thaw cycle comprises 48 hours. The test involves a total of
12 cycles with a maximum allowable loss in weight of 10 percent. This test
does nct necessarily reflect actual field conditions.

. The results of the freeze-thaw tests are summarized in Table 26. The
weight Toss for each of the four control mix samples was quite low, rang-
ing from 0.6 to 5.9 percent. O0Of the ten kiln dust-fly ash-aggregate mixes
tested in Task D, only three were unable to pass the freeze-thaw test.

Two were mixes containing CD-6, both of which had extremely high weight

loss values, (16.2 and 54.5 percent). The third was a mix containing CD-14,
which had a 12-cycle weight loss of 13.8 percent. The remaining seven kiln
dust-fly ash-aggregate mixes exhibited excellent resistance to freezing and
thawing, with weight Tosses that ranged from 0.2 to 2.2 percent.

One mix which failed the freeze-thaw test with a 13.8 percent weight
loss, contained CD-14, which had a relatively high sulfate content (8.6 per-
cent) and a total reactive oxide value which is comparatively low (19.5), as
shown in Table 24. Although this mix had an unacceptable 12 cycle weight
loss, it showed only a 1.45 percent weight Toss after 6 freeze-thaw cycles.

The two mixes which failed the freeze-thaw test with extremely high
weight Toss values each contained CD-6, which has an exceptionally high sul-
fate content (17.4 percent). This is an indication that high levels of sul-
fate in kiln dusts can be a deterrent to strength development and durability.
However, mix D19-F, which had a very low freeze-thaw weight loss (2.2 percent),
contained CD-17, which also has a high sulfate content (12.4 percent). Al-
though CD-17 has a higher amount of total reactive oxides than CD-6 (18.8 to
12.4), the principal difference between the mixes containing CD-6 and the mix
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containing CD-17 is that the mix containing CD-17 was combined with a
Class C fly ash, which resulted in significantly higher early compressive
strength. Therefore, it may be possible to utilize marginal kiln dusts if
a Class C fly ash is used.

Both of the kiln dust-fly ash-aggregate mixes containing Class C fly
ash exhibited excellent freeze-thaw durability, even the mix in which the
Class C fly ash was combined with a high sulfate cement kiln dust. From the
1imited data available, it appears that the high initial strength gain char-
acteristics of Class C fly ash are able to create a sufficiently strong
matrix to offset the potentially disruptive reactions that can sometimes
occur between the calcium, sulfates, and aluminates when using high sulfate
kiln dusts.

With the exception of the two high sulfate kiln dusts which were unable
to pass the freeze-thaw test, the use of kiln dust with fly ash and aggre-
gate results in extremely durable, stable compositions. Some combinations
of kiln dust and fly ash do provide high 7-day strengths under ambient as
well as accelerated curing conditions. Such early strength development and
high resistance to freezing and thawing are factors that may justify con-
sidering possible extension of normal cut-off dates for late season con-
struction.

Durability was also evaluated by means of the vacuum saturation test
procedure described in ASTM C593. This procedure was developed as a rapid
means of correlating with the strength of a specimen exposed to ten cycles
of freezing and thawing under temperature conditions and freeze-thaw cycle
lengths similar to those actually experienced within a pavement system in
the field (40). 1In order to pass this test, a minimum compressive strength
of 400 psi must be attained after curing for 7 days and testing under vac-
uum saturation.

Table 27 compares the vacuum saturation strength values with the 7 day
compressive strength values reported in Table 25. In general, the two
strength values were comparable for most mixes. The data in Table 27 indi-
cates that only one control and one kiln dust-fly ash-aggregate mix were
unable to pass the vacuum saturation test. However, two other mixes contain-
ing kiln dust failed the freeze-thaw test, but developed acceptable vacuum
saturation strength,

8.4.3 Dimensional Stability

A possible concern related to the use of kiln dust-fly ash-aggregate
mixes in highway construction is the dimensional stability of such mixes.
Normally, the hydration of free Time is accompanied by chemical changes
which release heat energy and result in expansive reactions that ¢an some-
times be detrimental to a pavement. Such activity often occurs in the pres-
ence of excess water. In addition, the formation of ettringite and in some
cases brucite are known to be expansive reactions which can cause distress
in concrete if not developed early and if present above tolerable levels(41).

A series of dimensional measurements were made on kiln dust-fly ash-
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Table 27

COMPARISON OF VACUUM SATURATION STRENGTH VS.
7 DAY COMPRESSIVE STRENGTH AND FREEZE-THAW TEST
RESULTS FOR TASK D MIXES

7 Day Vacuum 12 Cycle
. Compressive  Saturation  Freeze-Thaw
M1 x Kiln Fly Strength Strength . Weight Loss
Number Dust . Ash -Aggregate {psi) - (psi) (percent)
Control A Lime  FA-16 A 879 790 1.18
Control D Lime  FA-16 D 199 201 5.87
Control E Lime  FA-16 E 621 N.A. 1.75
Control F Lime  FA-16 F 659 717 0.64
6-A CD-6  FA-7 A 917 939 "~ 16.20
6-F CD-6  FA-7 F. 388 N.A. 54.47
10-A LD-4  FA-5 A 1846 1792 0.20
10-D LD-4  FA-5 D 1441 1557 0.21
13-A CD-18  FA-2 A 2078 1623 107
19-F CD-17  FA-11 F 1588 - 1633 219
28-E LD-11  FA-4 E 696 810 - 1.08
42-E CD-29  FA-17 E 633 662 o 0.75
61-A LD-2  FA-16 A 1311 N.A.. 119
62-A CD-14  FA-16 A 929 828 13.79

N.A. denotes information not available.
1 1b./in.% = .0703 kg/cm?
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aggregate test specimens and lime-fly ash-aggregate control mix specimens
over different time periods. Measurements for dimensional stability were
taken at designated height and diameter locations on each of the test speci-
mens after 28 and 56 days of either moist room curing or total saturation

at ambient temperature. Average height and diameter measurements were used
to compute specimen volumes, which were then compared to the initial volumes
of each of the respective test specimens.

The results of the volume stability testing are presented in Table 28.
These data are expressed in terms of the percentage of original specimen
volume after 28 or 56 days of exposure either to moist room or saturated
conditions. For practical purposes, a change in volume of 0.5 percent was
considered marginally acceptable, while a change in volume of 1.0 percent
(which corresponds to a linear variation in diameter and height of approxi-
mately 0.5 percent) was considered unacceptable from the standpoint of vol-
ume stability.

Using a 1.0 percent volume change (either expansion or contraction) as
the maximum tolerable Timit, all but three of the kiln dust-fly ash-aggre-
gate test specimens performed acceptably under moist room curing conditions.
A number of test specimens, including several Time-fly ash-aggregate control
mixes, actually showed a decrease in volume under moist room curing condi-
tions.

. When considering the possible use of dolomitic Tlime kiln dusts, it is
important to study the mineralogy of a particular lime dust sample in order
to determine if some of the dolomite (Mg0) exists in the form of periclase.
It has been reported (42) that the hydration of periclase is delayed reac-
tion usually taking years, but accompanied by gradual and eventually substan-
tial increases in volume. The reactivity of the dolomitic lime is tempera-
ture related. Dead burned dolomitic lime normally contains coarse-grained
periclase which is considered relatively stable. Soft burned dolomitic lime,
on the other hand, is porous, fine-grained, and more reactive, so that it is
easily hydrated to form brucite or Mg(OH), in an expansive reaction. If
ranid cooling or quenching is used, periclase will form in an amorphous or
glassy state and will not be expansive (43). Therefore, in the case of dolo-
mitic Time dusts, it is important to be aware of kiln operating conditions
and to evaluate the mineralogy of such dusts prior to use in order to avoid
potentially expansive reactions due to periclase hydration.

8.4.4 Autogenous Healing

The term "autogenous healing" refers to the phenomenon in which cracks
in a pavement material, if allowed to remain in a relatively undisturbed
condition over an extended period of time, will tend to heal or re-cement
themselves together, while at the same time the material is continuing to
gain strength. Autogenous healing is a reflection of the ability of a pozzo-
lanic base material to continue to increase in strength despite the appear-
ance of cracks or a temporary interruption in normal strength gain conditions.

Table 29 presents the comparative compressive strength results of the
five test specimens for each of the control mixes and lime-fly ash-aggregate
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test mixes. It can be readily seen from the data shown in this table that
it is possible to develop compressive strengths substantially higher than
initial test strengths under all of the follow-up curing conditions shown in
this table. Significant strength gains after initial testing were observed
in control mixes as well as kiln dust-fly ash-aggregate test mixes. Again,
it is interesting to note that 28 day ambient cure strengths for 9 of the 10
test mixes are comparable to (or in some cases greater than) 28 day acceler-
ated cure strengths, while the 28 day ambient cure strengths for the four
control mixes are only 15 to 30 percent of the 28 day accelerated cure
strengths. This is indicative of the more rapid early strength gain poten-
tial of most kiln dust-fly ash-aggregate mix combinations, even under ambient
curing conditions.

Table 30 presents a summary of the percentage gain in compressive
strength for each of the five additional curing periods, which include both
ambient as well as accelerated curing temperatures. A1l of the control
mixes tested were able to exceed 100 percent of their original test strength
after additional curing for each of the five curing conditions. 1In some
instances, strength gains as high as 400 percent or more of original test
strength were noted.

Of the 50 kiln dust-fly ash-aggregate autogenous healing test specimens
tested, only 7 were unable to exceed 100 percent of their original test
strength after additional curing. 1In five of these instances, very good or
excellent strength values were attained from the initial testing. The re-
maining two specimens were able to regain from 89 to 99 percent of their
original test strength. Strength gains of up to, or even slightly in ex-
cess of, 400 percent were also noted in the retesting of the kiln dust-fly
ash-aggregate test mixes. The data from Table 30 indicates that kiln dust-
fly ash-aggregate mixes continue to gain in strength and recement across old
cracks similar to the lime-fly ash-aggregate mixes, although perhaps not to
as great an extent as the control mixes.

8.4.5 Resilient Modulus

The fundamental stress-strain characteristics of kiln dust-fly ash-
aggregate compositions were determined and compared with those of conven-
tional lime-fly ash-aggregate mixtures. The splitting tensile strength and
the dynamic or resilient modulus (MR) of each of the Task D mixes were ob-
tained by means of a standard test method originally developed for evalua-
tion of asphalt test specimens. The resilient modulus testing was performed
on Proctor-size cylindrical specimens ranging from 75 to 125 days in age,
using a gyratory testing machine in accordance with procedures described in
ASTM D3497 (44). '

The results of the resilient modulus tests are summarized in Table 31.
This table also presents a comparison of test values for kiln dust-fly ash-
aggregate test mixes with test values for Time-fly ash-aggregate control
mixes in which the same source of aggregate is used. From Table 31, it can
be seen that all but one of the kiln dust-fly ash-aggregate mixes had a
higher resilient modulus value than the corresponding 1ime-fly ash-aggregate
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mix. The one exception was a mix containing CD-6, a high sulfate cement
kiln dust. The two t:st mixes (13-A and 19-F) containing Class C fly ash
each had a resilient modulus value comparable to that of Portland cement
concrete. Most of the other test mixes had resilient modulus values one-
half to two-thirds that of Portland cement concrete.

Three of the ten kiln dust-fly ash-aggregate mixes developed lower
splitting tensile strength than comparable lime-fly ash-aggregate mixes.
Two of these three mixes contained CD-6, the high sulfate cement kiln dust
used in Task C and D mixes which also developed low compressive strengths.
The third mix contained a dolomitic Timestone dust. In most instances,
the splitting tensile strength is approximately 15 percent of the compres-
sive strength.
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9. CONCLUSIONS

These conclusions are based on the data and observations discussed in
previous chapters. The data resulted from extensive testing of a variety
of kiln dust, fly ash, and aggregate samples that are considered representa-
tive of the materials normally considered for use in pozzolanic road bases.
However, these conclusions, and the test results upon which they are based,
are not all-encompassing and certain sources of materials (or combinations
of materials) may not behave according to the stated conclusion. Thus,
these conclusions must be verified by evaluating specific sources of mate-
rials in accordance with locally applicable performance standards.

9.1 Characteristics and Quality of Kiln Dusts
9.1.1 General Cbservations on Kiln Dust

There is a great deal of variety between different sources of kiln dust.
The major variables affecting kiln dust quality are the composition and pro-
portions of the feed materials, type of kiln, kiln fuel, kiln efficiency,
dust collection equipment, and whether some or all of the dust is recycled.
Each source of kiln dust should be considered as having its own unique prop-
erties and, as such, should be analyzed.

However, based on analyses of successive daily grab samples for ten
kiln dust sources, the dust collected from a particular kiln, if obtained
during normal operating periods, will exhibit relatively consistent physical
and chemical characteristics. Although the dust collected during normal
kiln operations has been found to be reasonably consistent, the dust collected
during kiln upset periods (start up, shutdown, change in kiln feed or fuel,
etc.) could possibly be much more variable.

9.1.2 Cement Kiln Dusts

Kiln dusts collected from wet process plants will probably differ in
character from dry process plant dusts. Generally, dry process kiln dust is
more fine-grained and contains higher levels of free calcium oxide than the
dust from wet process kilns. Some high sulfate and alkali levels were also
observed in specific wet process kiln dusts.

The type of collection equipment affects kiln dust quality. Cyclones,
being mechanical collectors, capture the coarser fraction of the dust stream.
The character of precipitator dust varies depending on the location within
the precipitation system, with the coarser particles captured first in the
forward compartments and finer particles less easily captured in the later
compartments. In baghouses, the character of the dust does not vary signifi-
cantly from one compartment to the other compared to electrostatic precipitators.

Cement kiln dusts collected within certain sections of a dust collection
system will be different from the dust collected from other sections. The up-
stream dust particles are coarser and contain more reactive calcium oxide than
the downstream dust particles, which usually contain more alkalis. There are
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significant differences in the total dust from a cement plant compared to the
separated dust. Downstream separated dusts contain less reactive calcium
oxides than total dusts and are usually less suited to reacting with fly ash
than are total dusts. '

Cement kiln dusts may be divided into four groups:

Group I - Dry Total
Group II - Dry Separated
Group III - Wet Total
Group IV - Wet Separated

The relationship of compressive strength development to cement dust grouping
is illustrated in Figure 13. These data indicate that Group I cement kiln
dusts are the most reactive with fly ash, with the Group II and Group III
dusts being somewhat less reactive, but comparable, and the Group IV dusts
varying in reactivity over a wider range, but usually being the least reac-
tive with fly ash.

9.1.3 Lime Kiln Dusts

Most of the Time kiln dust collected and available in the United States
is from rotary kilns. Virtually all of the dust collected from lime produc-
tion is disposed of or utilized, but not recycled. The dust available repre-
sents the total dust and is usually collected by baghouses with or without
cyclones.

Lime kiln dusts are coarser in particle size than cement kiln dusts and
are lower in specific surface. There are, in addition, significant differen-
ces in the characteristics of kiln dusts collected from the burning of high,
calcium limestone compared to dolomitic limestone. The former are higher in
free 1ime and react more strongly when exposed to water, while the latter con-
tain a combination of calcium and magnesium oxides and are more slowly reac-
tive.

High calcium lime kiln dusts often contain high levels of free 1ime and
are reactive in a similar manner to quicklime. A good indicator of the reac-
tivity of Time kiln dusts is a temperature rise test. Lime kiln dusts which
exhibit a rise in temperature greater than 20°C. (68°F.) have been termed
Group H dusts, while 1ime kiln dusts with a temperature rise below 20°C.
(68°F.) are termed Group L dusts.

Both classes of Time kiln dust react with fly ash, but the Group H dusts
must be slaked with excess water, while the Group L dusts can be mixed with
fly ash without the need for slaking. The slaking of Group H Time kiln dusts
is often accompanied by a decline in the strength gain potential of the re-
sulting hydrated dust with fly ash.

9.1.4 Stockpiled Kiln Dusts

In contrast to fresh kiln dust, the characteristics of aged stockpiled
kiln dusts are highly variable and inconsistent. Aged kiln dust stockpiles
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may in some cases be contaminated with foreign matter unless the dusts are
specifically set aside for later use. Stockpiled kiln dusts will not gen-
erally be as active as fresh kiln dusts, and may require beneficiation before
use. Fresh kiln dusts can be conditioned with sufficient water to prevent
dusting and stored above ground in stockpiles for several months. Such dusts
can still be considered suitable for use after beneficiation, since their
composition would be known and the short-term stockpiles can be kept free
from contamination.

9.2 Chemical Analysis of Kiln Dusts

9.2.1 Cement Kiln Dust Chemistry

In addition to free lime, other chemical constituents are also con-
sidered of some importance-in the analysis of cement kiln dust. It is
known that many cement kiln dusts contain some unreacted or residual cement
compounds, probably in the form of calcium silicates or aluminates. The
presence of alkali was not found to be beneficial to strength development.

The presence of sulfates at relatively low levels (less than 5 percent)
may be beneficial as a moderator, particularly when the kiln dust is used
with a Class C or self-hardening fly ash. The presence of sulfates at rela-
tively high levels (greater than 10 percent) 1is probably less beneficial,
possibly even detrimental, although the results of the strength tests are
inconclusive. There is, however, evidence that excessive sulfate in cement
kiln dust is a contributing factor to poor durability or resistance to freez-
ing and thawing in kiln dust-fly ash-aggregate compositions.

The higher the loss on ignition, the less reactive the kiln dust, since
higher loss on ignition is indicative of higher levels of carbonation and
Tower levels of calcium in the oxide form. The presence of calcite in min-
eralogical analyses is concurrent with higher Toss on ignition and the cal-
cite is essentially non-reactive.

The presence of chlorides in cement kiln dusts is detrimental to pozzo-
lanic reactivity. Although chloride levels were not identified in the char-
acterization analyses, such levels are related to the extent of chloride
control associated with preheater systems at some dry process plants.

9.2.2 Lime Kiln Dust Chemistry

The principal chemical differences in lime kiln dusts are between the
high calcium and dolomitic dusts. The dolomitic dusts are characterized by

comparatively lower calcium oxide contents with accompanying higher magnesium
oxide contents.

Most lime kiln dusts contain 1ittle or no alkalis or sulfates, compared
with the alkali and sulfate levels found in many of the cement kiln dusts.
The sulfate levels of 1ime kiln dusts from coal-burning lime plants, which
constitute the majority, can be expected to be higher than the sulfate levels
from 1ime plants which burn o0il or natural gas as fuel.

9.2.3 Stockpiled Kiln Dust Chemistry

Due to prolonged exposure to the elements, aged stockpiled kiln dusts
are for all practical purposes lacking in available free 1ime content. As
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noted previously, the composition of aged stockpiled dusts can be expected
to vary significantly, depending on the location within the stockpile. Wea-
thering usually also results in the formation of agglomerations, expecially
at the exposed surfaces, so that the resulting particle size of these stock-
piled kiln dusts is considerable coarser than that of fresh dusts. Based on
the samples tested in this program, aged stockpiled kiln dusts usually react
poorly with fly ash.

Conditioning of both Time and cement kiln dusts produces an effect which
is similar to that of short-term stockpiling. The free lime is converted to
hydrate, some carbonation occurs and, in general, the reactivity of condi-
tioned dust is diminished. With conditioned (or even aged stockpiled) dusts,
the use of an activator may be needed to increase or enhance reactivity.
Previous research (38) has demonstrated that the addition of relatively small
amounts of caustic materials (1ime slurry or sodium hydroxide) has resulted
in significant increases in 7 day compressive strength of kiln dust-fly ash-
aggregate compositions using aged or stockpiled kiln dust.

9.3 Strength Development of Kiln Dust-Fly Ash Combinations

The use of the pozzolanic activity tests with cube specimens, as des-
cribed in ASTM C593, correlates very well with the free lime and fineness of
kiln dust, which are two of the parameters which most directly affect kiln
dust reactivity with fly ash. Pozzolanic activity tests may not, however,
provide a satisfactory indication of the relative strength of a number of
different kiln dust samples, particularly when used with different fly ashes
and aggregates in pozzolanic base compositions.

Strength results of Carver specimens compacted to Proctor densities
provide a good indication of the relative strengths of different kiln dust-
fly ash strength test ratios. Results of Carver specimens provide a better
indication of comparative strength development than of the actual value of
the strength. There does not appear to be a good correlation between the
strength values of kiln dust-fly ash Carver cylinders and the strength values
of the same kiln dust and fly ash when blended with aggregate.

The strength development of kiln dust-fly ash combinations with sand
aggregate, either in cube or Carver test specimens, is greater than the
strength development of similar lime-fly ash combinations in most instances.

When kiln dusts are combined with fly ash, the strength development may
be influenced as much by the fly ash as by the kiln dust. This is particu-
larly true of the Class C western coal fly ashes, which may be hydraulic or
self-hardening, as well as pozzolanic. '

With few exceptions, fresh cement kiln dusts will work with nearly any
fly ash to produce strengths as high or higher than those measured with com-
mercial hydrated 1ime and fly ash. Total dusts, especially from dry process
plants, usually produce the highest strengths. Separated dusts, particularly
those from wet process plants, ordinarily result in the lowest strength de-
velopment. Most 1ime kiln dusts also react with fly ash, although hydration
of Group H (reactive) dusts can adversely affect strength development.
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It is important to note that higher concentrations of kiln dust are
required than those of normal hydrated lime. With most cement kiln dusts,
maximum strengths are achieved using a 2:1 ratio of kiln dust to fly ash,
although 1:1 ratios usually also result in acceptable strengths.

Most 1ime kiln dust-fly ash combinations achieve maximum strength at
1:1 kiln dust-fly ash ratios, although 1:2 ratios often develop comparable
strengths. By contrast, Time-fly ash ratios normally range from 1:3 to
1:4 in most commercial lime-fly ash-aggregate mixes.

9.4 Strength Development of Kiln Dust-Fly Ash-Aggregate Combinations

In these combinations, strength development is influenced by three
factors: the kiln dust, the fly ash, and the aggregate. The type of aggregate
used in a mix can and does have a significant effect on the strength. Mixes
containing the dolomitic Timestone aggregate usually resulted in higher den-
sity and compressive strength than mixes containing the siliceous aggregates.

Most all of the kiln dust-fly ash-aggregate mixes tested in Task C had
considerably higher strengths than the lime-fly ash-aggregate control mix at
the optimum kiln dust-fly ash ratios. The effect of the fly ash on strength
development of kiln dust-fly ash-aggregate mixes depends on the type of fly
ash used in the mix. The data developed from this investigation strongly
suggests that kiln dust-fly ash systems develop two different ranges of
strength, depending on whether a Class C or a Class F fly ash is used. Use
of Class C fly ash produces higher 7 day strengths than Class F fly ash.

For most Class F fly ashes, little change in strength results from us-
ing a different fly ash source, except for western bituminous fly ashes such
as FA-4 and FA-17. Use of these types of fly ashes results in some improve-
ment of mix compressive strength compared to normal Class F fly ash. However,
the highest strength improvements were noted when Class C fly ashes were
used. Use of Class C fly ash resulted in the highest strength development
of Task C test mixes using the Group IV (wet separated) cement kiln dusts.

Use of the Class C fly ashes in pozzolanic road base compositions
also involves an awareness of the need for special handling procedures.
Most Class C fly ashes, expecially those with a high free 1ime content, set
up rapidly when exposed to water. In order to avoid problems with mix com-
paction, conditioning or stockpiling of such fly ash may be required.

The use of total dusts (Groups I and III) results in higher ranges of
compressive strength than separated dusts (Groups II and IV) and, in general,
dry cement kiln dusts provide somewhat better strength performance in kiln
dust-fly ash-aggregate mixes than wet cement kiln dusts. It is difficult to
generalize on the strength development of 1ime kiln dusts, except that most
Group H Time kiln dusts tested developed Tower than expected strengths due
to-the slaking of high levels of free 1ime in these dusts.

The data presented in Table 24 and Figure 15 indicate that there is
a relationship between the total reactive oxides of cement kiln dusts and
the compressive strength of kiln dust-fly ash-aggregate test specimens. Be-
cause of higher levels of free lime, there is no such correlation for lime
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kiln dusts. The total reactive oxides can be simply estimated by the follow-
ing formula:

Reactive Oxides = [(CaO0+Mg0) - LOI] + (K,0 + Na,0)
where the alkalis (K,0 + Na,0) should not exceed 6 percent.

If the value of the alkalines [(Ca0+Mg0) - LOI] is less than 12, or the total
reactive oxide value is less than 18, the cement kiln dust in question may
develop comparatively Tow strength and may not be suitable for use.

A study of compressive strength test results for kiln dust-fly ash-aggre-
gate test mixes indicate that, depending on the class of fly ash used, there
are four different ranges of 7-day compressive strength achieved by these
mixtures:

Class C Class F
Poor 600 psi or less 400 psi or less
Fair 600 to 1200 psi 400 to 800 psi
Very Good 1200 to 2000 psi 800 to 1200 psi

Qutstanding Greater than 2000 psi Greater than 1200 psi

KiTn dust-fly ash-aggregate mixes definitely gain in strength with age
and are capable of developing extremely high compressive strength (2000 to
3000 psi), even when cured under ambient temperature conditions. In nearly
all cases, the kiln dust-fly ash-aggregate mixes exhibited greater ultimate
strengths than comparable lime-fly ash-aggregate mixes. Although the 7-day
strengths of mixes containing Class C fly ash are higher than those contain-
ing Class F fly ash, the long-term (60 and 90 day) strengths of mixes with the
two types of fly ash are comparable.

Based on the compressive strength data from this program, it is evident
that the majority of the kiln dusts sampled and tested react with fly ash
at optimum ratios to develop higher 7 day strengths than conventional 1ime-
fly ash-aggregate mixes. These optimum ratios normally contain much higher
concentrations of kiln dust to fly ash, compared to commercial lime. The
improved early strength of kiln dust-fly ash-aggregate mixes may be benefi-
cial for late season strength development, while possibly helping to extend
the construction season for placement of stabilized base.

9.5 Other Engineering Properties of Kiln Dust-Fly Ash-Aggregate Combina-
tions

In addition to compressive strength, the durability, volume stability,
and autogenous healing characteristics of pozzolanic road base compositions
are also of importance. A1l but three kiln dust-fly ash-aggregate composi-
tions showed excellent durability. Weight losses in freeze thaw were all
extremely low (2 percent or less) and closely compared with the weight loss
values of similar lime-fly ash-aggregate control mixes. Of the three mixes
failing the freeze-thaw test, two containing CD-6 performed poorly, while one
containing CD-14 was marginal. Both kiln dusts (but particularly CD-6) con-
tain higher than average levels of sulfate and alkali, together with a very
low free lime content. Therefore, based on these test results, it appears
that use of kiln dusts high in sulfate and alkali content will adversely
affect mix durability.
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Most kiln dust-fly ash-aggregate mixes are dimensionally stable over
Tong periods of time (up to 90 days). Volume changes for kiln dust-fly ash-
aggregate mixes are, for the most part, negligible and are of comparable
magnitude to those of conventional lime-fly ash-aggregate compositions.
Notable exceptions were mixtures contajning CD-6 (a cement dust with an
exceptionally high sulfate content) and LD-11 ( a lime dust with a very high
free lime content). When using dolomitic 1ime kiln dusts, the presence of
periclase, as shown in a mineralogical analysis, can be detrimental to volume
stability because its hydration and conversion to brucite is expansive.

Visual examination of kiln dust-fly ash-aggregate test specimens indi-
cates that these compositions may not possess autogeneous healing properties
to quite as great an extent as conventional lime-fly ash-aggregate mixtures.
However, most kiln dust-fly ash-aggregate test specimens do tend to recement
across cracking patterns and are capable of exceeding by a substantial per-
centage initial compressive strength following additicnal curing and retest.

Tensile strength and resilient modulus properties of kiln dust-fly ash-
aggregate mixes are equal to or in most cases greater than comparable prop-
erties of Tlime-fly ash-aggregate mixes. For kiln dust-fly ash-aggregate
mixes using Class C fly ash, the splitting tensile strength and resilient
modulus properties are equivalent to a low strength portland cement concrete.

9.6 OQOverall Comparison of Kiln Dust-Fly Ash-Aggregate Mixes with Lime-
Fly Ash-Aggregate Mixes

The test data developed in this study provides evidence that, with few
exceptions, kiln dusts are capable of being substituted for hydrated lime in
Time-fly ash-aggregate road base compositions. The possible exceptions are
cement kiln dusts with high sulfate or alkali content or 1ime kiln dusts
with very high Tlevels of free lime.

Most kiln dust-fly ash-aggregate mixes develop somewhat higher early
strength than conventional lime-fly ash-aggregate mixes, while providing
equal or better durability and volume stability characteristics. The auto-
genous healing properties of kiln dust-fly ash-aggregate mixtures, while
not quite as evident as those of lime-fly ash-aggregate mixtures, are still
present and constitute an additional feature of the kiln dust-fly ash-aggre-
gate system.

In general, the concentrations of kiln dust required are substantially

higher than lime, meaning that greater quantities of kiln dust are needed to
react with fly ash.
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10. RECOMMENDATIONS

The 1ist of recommendations presented below is based on a review of
the technical data and conclusions presented earlier in this report, to-
gether with a review of published and unpublished data on kiln dust-fly
ash systems, as well as discussions with producers and users of kiln dust
in pozzolanic road base systems.

10.1 Evaluation of Kiln Dust Materials

Each kiln dust source must be thoroughly analyzed to determine its
composition, physical properties, mineralogy, reactivity, and strength
development with fly ash. Data from the kiln dust producer should be ob-
tained and reviewed, but should not be used in Tieu of performing confirm-
ing tests on representative samples of the kiln dust. A complete series
of tests run on random daily grab samples is recommended in order to verify
composition, range,and consistency, as well as mineraloay.

It is extremely important that kiln dusts be sampled only during nor-
mal periods of kiln operation. If at all possible, prospective users
should avoid kiln dusts obtained during a kiln upset period. Every effort
should be made to accurately determine where and when a sample of kiln dust
was obtained and whether the sample is a total or a separated dust. This
is of particular significance at cement plants, where dust separation for
recycling is often practiced. At Time plants, it is recommended that only
the dust from rotary kiln operations be sampled. -

Where possible, aged stockpiled kiln dusts should be avoided and not
used with fly ash as a component of a highway base material. However,
short-term conditioning and storage of kiln dusts may be utilized as a
means of alleviating resupply problems. The use of conditioned kiln dusts
may, in many cases, necessitate the addition of commercial Time or other
caustic material to enhance short-term strength development to desired
levels.

For cement kiln dusts, a classification of the dust into one of four
main groups should be made, based on the kiln type and whether or not the
dust has been separated. The group of dust will provide some indication.
of the relative utilization potential of the dust sample. For lime kiln
dusts, a temperature rise test, described earlier in the text, should be
performed. The results of the temperature rise test will permit classifi-
cation of the dust into one of two groups, based on the degree of heat
released due to hydration of the free lime in the dust.

Extreme caution is recommended in the handling and use of Group H lime
kiln dusts, both in the laboratory and in the field. These dusts contain
appreciable levels of free lime and generally behave in a similar manner to
quicklime. Therefore, the same precautions normally taken in the handling
and use of quicklime should be employed with Group H Time kiln dusts.

When running pozzolanic activity tests on kiln dust-fly ash-sand cube

specimens,_a 28-day ambient strength determination is recommended for inclu-
sion. Ambient 28-day strengths ranging from 150 to 200 psi or greater after
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28 days are an indicator of the potential of a given source of kiln dust
to react with a given source of fly ash.

Regardless of the extent of the analyses performed on any kiln dust
sample, a final decision concerning its potential for use as a pozzolanic
base material should be made after performing a series of compressive
strength screening tests using Proctor test cylinders, as described in the
following section. '

10.2 Mix Design Recommendations

The following recommendations are made to assist prospective users of
kiln dusts in evaluating kiln dusts and in determination of mix proportions
and engineering properties of pozzclanic base course compositions contain-
ing either cement or Time kiln dusts.

10.2.1 Kiln Dust Screening Tests

A number of steps should be taken to establish the suitability of a
given source of kiln dust for use with fly ash as a pozzolanic base mater-
ial. Initially, available physical and chemical data on the kiln dust, fly
ash, and aggregate sources should be obtained and evaluated prior to fur-
ther testing. In the case of cement kiln dusts, the total reactive oxides
(alkaline and alkali) and the free lime content of the dust should be deter-
mined. For lime kiln dusts, the free 1ime content will in most cases be a
reasonably good indicator of potential for strength development.

Where possible, cement kiln dusts having greater than 10 percent sul-
fate or alkali content should be avoided or their behavior in a pozzolanic
road base system should be very carefully monitored. Group H lime kiln
dusts with a free lime content greater than 20 percent should be used with
utmost care. Construction procedures for mixing and placement should be
based on European experiences or recommended practices developed by the
National Lime Association for the use of quicklime in stabilization pro-
jects.

The most practical screening test is a determination of strength devel-
opment, involving the preparation of Proctor-size test specimens in accord-
ance with ASTM C593. Suggested proportions for an initial screening test
should involve the preparation of a trial mix containing 76 percent local
aggregate, with the remainder of the mix being kiln dust and fly ash. The
aggregate should meet applicable local gradation requirements. Recommended
kiln dust-fly ash proportions will depend on the type and characteristics
of the dust sample. Because lime dusts usually contain more free lime than
cement dusts, general guidelines for kiln dust-fly-ash proportions are:

Cement Kiln Dust - use kiln dust-fly ash ratios of 2:1 and 1:1
Lime KiTn Dust - use kiln dust-fly ash ratios of 1:1 and 1:2.

The test specimens must be compacted according to ASTM C593 procedures

as close as possible to optimum moisture content. Three test specimens
must be prepared for each of the test mixes. The test specimens must be
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cured in sealed cans for a period of 7 days at 38°C. (100°F.), then broken
in compression. A 7-day compressive strength of 400 psi is considered a
minimum value for acceptance of the kiln dust with Class F fly ash. 1f
the test mix{es) have 7-day compressive strength(s) substantially less
than 400 psi, the kiln dust should not receive further consideration for
use in kiln dust-fly ash-aggregate pavement base materials, without mod-
ifications. When using a Class C fly ash, a 7-day compressive strength

of 600 psi is recommended as the minimum value for acceptance because of
the more rapid early strength gain characteristics typical of Class C fly
ashes.

10.2.2 Kiln Dust-Fly Ash-Aggregate Mix Design

The design of kiln dust-fly-ash-aggregate mixes should follow as
closely as possible the mix design procedures established for lime-fly
ash-aggregate mixtures. Once it has been determined from the screening -
test that a particular source of kiln dust is a promising candidate for
use with fly ash and aggregate, the fines content resulting in maximum dry
mix density must be established. Suggested fines additions of 15 to 30
percent are recommended for investigation. A curve of dry density vs.
percent f1nes should be prepared-in order to select an optimum fines con-
tent.

Once the optimum fines content has been determined, the moisture-den-
sity relationship of the component materials at this fines content must be
established. This can be done by performing Proctor tests, one for each
anticipated kiln dust-fly ash ratio. When testing Group H lime kiln
dusts, it is important to maintain a condition of excess moisture in order
to permit complete hydration of the free lime. A separate slaking test
must be performed in advance in order to establish the required range of
- slaking water. The additional moisture should be added to the mix even
though the resulting moisture content is in excess of the optimum moisture,
since mixes containing reactive lime or cement dusts should be molded at
optimum reactivity.

Fo11ow1ng establishment of optimum moisture content(s) for molding
of mixes, the strength of the test mixes can be determined. In addition
to compressive strength development after 7-day curing at 38°C. (100°F.),
the compressive strength after 14 days curing at 23°C. (73°F.) should
also be tested. At least three kiln dust-fly ash proportions are recom-
mended - for each fines content. The recommended mix design is that mix
resulting in the h1ghest 7-day compressive strength.

.In addition to strength development testing, the durabi]ity and vol-
ume stab111ty of the selected kiln.dust-fly ash-aggregate mix design must
be investigated. The vacuum saturation test procedure (ASTM C593) and
the freeze-thaw test (ASTM D560) should both be used for this evaluation.
Volume stability should be determined using the autoclave expansion test
(ASTM C151) or the mortar bar method (ASTM C490). The volume stability
of any kiln dust-fly ash-aggregate mix using a dolomitic 1ime kiln dust
should be very carefully checked prior to use.
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Test mixes achieving poor compressive strengths should be tested
immediately for durability and, if unable to pass either the vacuum sat-
uration or freeze-thaw test, should be considered no further for use as a
base material for highways. Poor compressive strength would be 400 psi
or less with Class F fly ash and 600 psi or less for Class C fly ash.

Test mixes achieving fair compressive strength should also be tested
for both durability and dimensional stability. If unable to pass the
durability test, investigate the possibility of lime slurry or other
caustic addition to improve strength development and then retest for dura-
bility. If unable to pass the dimensional stability test, do not consider
for use as pozzolanic base.

Test mixes achieving very good strength should be checked for durabil-
ity by vacuum saturation testing on]y If able to pass vacuum saturation
testing with little or no Toss in 7-day strength, freeze-thaw testing is
not considered necessary. However, these mixes must be analyzed for dimen-
cional stability and, if they prove to be expansive (volume change greater
than 1.0 percent), they should either not be used in pozzolanic base or
should be used with great care and closely monitored.

Test mixes achieving excellent strength development need not be eval-
uated for durability. However, a check of dimensional stability should
still be made. In the unlikely event such mixes show some expansion,
modifications in mix design to use lower percentages of kiln dust are
recommended. Excellent compressive strength would be greater than 1200
psi for Class F fly ash and greater than 2000 psi for Class C fly ash.

10.3 Logistical Considerations

During the development of mix design proportions, the amount of avail-
able kiln dust must be considered. For example, a 7.3 meter (24 foot) wide
roadway with a base course 203.2 centimeters (8 inches) thick would require
an estimated 6,600 tonnes (6,000 tons) of base material for a length of 1.6
kilometers (1 mile). If 76 percent aggregate is used in the mix design
and a 2:1 kiln dust-fly ash ratio is recommended, this will involve 16 per-
cent kiln dust and require 1,056 tonnes (nearly 1,000 tons) of kiln dust
per 1.6 kilometers (1 mile). If there are Timited quantities of kiln dust
available, it may be advisable to modify the kiln dust-fly ash ratio to 1:1,
which would only require 792 tonnes (about 700 tons) cf kiln dust per 1.6
kilometers (1 mile). If strengths and other engineering properties are
acceptable, kiln dust quantities can be conserved by 165 tonnes per kilo-
meter or 300 tons per mile.

if fresh kiln dust is being used, it must be stored in enclosed bins
or silos to keep out moisture and prevent dusting. Kiln dust can also be
stockpiled and used with fly ash, provided it is conditioned with moderate
amounts of water. The use of conditioned kiln dust and fly ash allows
greater quantities of both materials to be set aside for future use without
the need for enclosed storage. However, conditioning of kiln dust will
cause either partial or complete hydration of the available calcium oxide
component 1in the dust and may require the addition of some commercial
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hydrated lime to improve early strength development.

10.4 Mixing and Placement Considerations

Most kiln dusts, particularly cement kiln dusts, are very fine-grained
and have very high specific surface values. Consequently, when stored in
bins or silos, the fine-grained kiln dusts may have a tendency to clump or
bridge together at the feed opcning. Prospective users of kiln dusts are
cautioned that bins or silos containing these materials should be equipped
with vibration devices in order to minimize bridging or dislodge clumps at
the feed opening. This is another reason for trying to design kiln dust-
fly ash-aggregate mixes with the lcwest practical kiln dust-fly ash ratio.

Compressive strength data develcped during this program provides evi-
dence that many kiln dust-fly ash-aggregate mixes develop compressive
strength more rapid1y than conventional lime-fly ash- aggregate mixes.
Therefore, it is important that kiln dust-fly ash- -aggregate mixes be placed
and compacted within a reasonable time frame after mixing, These composi-
tions cannot be stockpiled after mixing because they will harden within a
period of hours. If Class C fly ash is used, it is possible that settin
could occur within a matter of minutes because of the self-hardening nature
of such fly ashes. Class C fly ashes may need to be conditioned prior to
use, As a precaution, kiln dust-fly ash-aggregate mixes using Class C fly
ash should be placed and compacted as soon as possible after mixing.

In order to reduce or eliminate the potential for expansion or detri-
mental volume changes, it is suggested that no kiln dust be used which has
a high sulfate content (greater than 10 percent). A similar recommendation
is made for avoiding the use of high alkali cement kiln dusts (combined
K,0 + Na,0 in excess of 10 percent). If a decision is made to utilize
such dusts, they should be used only with the utmost caution.

The use of Group H Time kiln dusts having exceptionally high percent-
ages of available or free lime (20 percent or more) should also be used
with extreme caution. There is normally a need to condition or hydrate
such dusts before or during mixing. Hydration of high percentages of free
lime in these dusts is an exothermic process, usually accompanied by sub-
stantial release of heat and steam, If a Group H lime kiln dust is used,
it is possible that the free lime component may only be partially hydrated
and further hydration after mixing could cause expansive reactions which
may result in detrimental long-term volume changes. Therefore, kiln dusts
with a high free lime content (and indeed all dusts) should be handled
with the same care as quicklime,

Although cement kiln dusts from alkali bypass systems were not sampled
and tested during this program, it is known that such dusts are high in
free 1ime and alkali content and -could pose special problems in handling
or mixing. Therefore, it is recommended that such alkali bypass dusts
either be avoided or used with extreme caution. ,
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APPENDIX I - KILN DUST SAMPLING PROCEDURE

The United States Department of Energy and the United States Department
of Transportation, Federal Highway Administration, are co-sponsoring a
research program entitled "Kiln Dust-Fly Ash Systems for Highway Bases and Sub-
bases." This program requires the characterization and experimental use of
kiln dusts covering a cross-section of the cement and lime industry. No data
developed will be disclosed in any way such that an individual plant can be
identified, without that plant's approval. Given the possible variation in
kiln dust characteristics during production, and the need to avoid influences
such as carbonation, the following sampling notes have been developed as
suggested guidelines.

Sampling Point(s)

A11 kiln dust samples should be taken at the point where the kiln dust is
discharged for disposal and/or is available for outside applications. Following
evaluations of available chemical data, and the details of dust collection and
discharge systems at a particular plant, the location of a specific sampling
point (or points) for that plant will be identified by Valley Forge.Laboratories
and Trow, Ltd.

Sampling Period and Freguency

It is desirable to obtain a composite sample taken over a reasonable
production period. To comprise the composite sample, a set of 15 individual
20-pound samples will be taken once a day over a 15-day period. A1l 15 of
these samples will be taken from the same designated sampling point. For
those plants where more than one sampling point is desired, an independent set
of 15 samples must be obtained from each sampling point.

Sampling Procedure

1. The individual 20-pound samples should be taken in the same way as grab
samples of cement or lime are taken at the plant. (ASTM C183-78 for instance.)

2. As individual samples are taken, they should be placed in double, moisture-
proof multiple-wall paper bags or plastic bags. Care should be taken to
seal the bags immediately after filling, eliminating excess air and avoiding
moisture absorption and aeration of the sample.

3. Each 20-pound sample should be clearly identified with the producer's name,
kiln dust type and source, sampling point, sampling date and sampling time.

4. For shipping to Valley Forge Laboratories, Inc. at the end of the two week
sampling period, the 15 individual 20-pound samples from a discharge point
should be packed in a suitable, strong container such as a steel drum.
(Sampling bags and shipping drums can be supplied if necessary.)
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Chemical Testing

If possible, it would be most helpful if a standard kiln dust (cement or
1ime) chemistry and fineness test of the type normally followed at the plant
could be completed and supplied for each individual 20-pound sample. After
review of available chemical data from each plant, Valley Forge Laboratories
and Trow, Ltd. will contact the plant chemist and any other individual respons-
ible for obtaining the dust sample in advance of sampling to work out the
details of such tests.

Sampling Times

The sampling times for the 15 individual 20-pound samples should be based
on some random method. A suggested method is attached that may be helpful.

It should be noted that samples should not be taken immediately following
the repair or adjustment of manufacturing equipment and processes, or from
inappropriate places, as it is important that the samples represent the typical
kiln dust production. Under no circumstances should sampling be done within
24 hours of an upset in a particular kiln.

Desired Time Period of Sampling

At this time, it is desirable, wherever possible, to conduct the sampling
of kiln dusts during the month of August, 1981. 1In order to adhere to this
proposed sheduling, it is requested that available chemical data for various
dust streams at each plant, plus a schematic of dust collection and disposal
systems for each plant, be forwarded to Valley Forge Laboratories as soon as
possible to allow time for sampling point identification.

Samples from Stockpiles (Selected Plants Only)

A few plants will be requested to supply samples from stockpiled kiln
dust. The procedures for this sampling will be developed with the plants
selected. ‘

YOUR ASSISTANCE IS MOST APPRECIATED!
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Suggested Random Sampling Method

Samples must be unbiased if they are to be reliable. A biased sample
would be one taken because it looks "about right", or because it is easiest
to get to; or one taken when the plant is not running normally. Sampling
must not be swayed by judgments of the expected result of the test. Also,
the sample must be taken so that it is representative. A random sample
will satisfy all of these conditions.

The simplest way to do this is to place slips of paper, each numbered
for one of the availble shifts over the two-week sampling period, in a box.
Then draw 15 slips from the box giving the 15 shifts to be sampled.

To determine the sampling time within each of the 15 shifts, place
slips of paper, each with a period of time available (possible hourly)
during a shift (i.e. 0 to 1 hr., 1 to 2 hrs., 2 to 3 hrs., etc.), in a box.
Then draw one slip from the box giving the sampling time within the shift.
(The s1ip should be returned to the box before drawing the sampling time for
the next shift.) '

The above will give a list of shifts to be sampled and sampling times.

[f a shift or time is impossible to sample for some reason, another shift
or time should then be selected by the above procedure.
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FEDERALLY COORDINATED PROGRAM (FCP) OF HIGHWAY
RESEARCH AND DEVELOPMENT

The Offices of Research and Development {R&D) of
the Federal Highway Administration (FHWA) are
responsible for a broad program of staff and contract
research and development and a . Federal-aid

program, conducted by or through the State highway

transportation agencies, that includes the Highway
Planning and Research (HP&R) program and the
National Cooperative Highway Research Program
(NCHRP) managed by the Transportation Research
Board. The FCP is a carefully selected group of proj-
ects that uses research and development resources to
obtain timely solutions to urgent national highway
engineering probiems.*

The diagonal double stripe on the cover of this report
represents a highway and is color-coded to identify
the FCP category that the report falls under. A red
stripe is used for category 1, dark blue for category 2,
light blue for category 3, brown for category 4, gray
for category 5, green for categories 6 and 7, and an
orange stripe identifies category 0.

FCP Category Descriptions

1. Improved- Highway Design and Operation
for Safety
Safety R&D addresses problems associated with
the responsibilities of the FHWA under the
Highway Safety Act and includes investigation of
appropriate design standards, roadside hardware,
signing, and physical and scientific data for the
formulation of improved safety regulations.

2. Reduction of Traffic Congestion,
Improved Operational Efficiency

Traffic R&D is concerned with increasing the
operational efficiency of existing highways by
advancing technology, by improving designs for
existing as well as new facilities, and by balancing
the demand-capacity relationship through traffic
management techniques such as bus and carpool
preferential treatment, motorist information, and
rerouting of traffic.

and

3. Environmental Considerations in Highway
Design, Location, Construction, and Opera-
tion

Environmental R&D is directed toward identify-

~ ing and evaluating highway elements that affect -

* The complete seven-volume official statement of the FCP is available from
the National Technical Information Service, Springfield, Va. 22161. Single
copies of the inroductory volume are available without charge from Program
Analysis (HRD-3), Offices of Rescarch and Development, Federal Highway
Administration, Washington, D.C. 20590.

. Improved Materials

. Improved Technology for

the quality of the human environment. The goals
are reduction of adverse highway and traffic
impacts, and protection and enhancement of the
environment.

Utilization and
Durability

Materials R&D is concerned with expanding the
knowledge and technology of materials properties,
using available natural materials, improving struc-
tural foundation materials, recycling highway
materials, converting industrial wastes into useful
highway products, developing extender or
substitute materials for those in short supply, and
developing more rapid and reliable testing
procedures. The goals are lower highway con-
struction costs and extended maintenance-free
operation.

. Improved Design to Reduce Costs, Extend

Life Expectancy, and Insure Structural
Safety

Structural R&D is concerned with furthering the
latest technological advances in structural and
hydraulic designs, fabrication processes, and
construction techniques to provide safe, efficient
highways at reasonable costs. ’

Highway
Construction

This category is concerned with the research,
development, and implementation of highway
construction technology to increase productivity,
reduce energy consumption, conserve dwindling
resources, and reduce costs while improving the
quality and methods of construction.

. Improved Technology for Highway

Maintenance

This category addresses problems in preserving
the Nation’s highways and includes activities in
physical maintenance, traffic services, manage-
ment, and equipment. The goal is to maximize
operational efficiency and safety to the traveling
public while conserving resources.

. Other New Studies

This category, not included in the seven-volume
official statement of the FCP, is concerned with
HP&R and NCHRP studies not specifically related
to FCP projects. These studies involve R&D
support of other FHWA program office research.
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